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FINE FILTERS

ISO
16890
CERTIFIED

Part Number
EN 779:2012

Efficiency
ISO 16890

Class

Dimensions Media 
Area 
(m²)

Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Energy
(***) Width 

(mm)
Height 
(mm)

Depth 
(mm)

MVEE-F7-01 F7 ISO ePM1 50% 592 292 292 10.00 1700 78 A 

MVEE-F7-02 F7 ISO ePM1 50% 592 492 292 16.00 2800 78 A 

MVEE-F7-03 F7 ISO ePM1 50% 592 592 292 20.00 3400 78 A

MVEE-F8-01 F8 ISO ePM1 70% 592 292 292 10.00 1700 88 A 

MVEE-F8-02 F8 ISO ePM1 70% 592 492 292 16.00 2800 88 A 

MVEE-F8-03 F8 ISO ePM1 70% 592 592 292 20.00 3400 88 A

MVEE-F9-01 F9 ISO ePM1 80% 592 292 292 10.00 1700 95 A 

MVEE-F9-02 F9 ISO ePM1 80% 592 492 292 16.00 2800 95 A 

MVEE-F9-03 F9 ISO ePM1 80% 592 592 292 20.00 3400 95 A

MVEE SERIES 

Media Microglass Fiber

Frame PS

Final Pressure Drop 450 Pa

Operating Temperature 80°C

Filter Efficiency* F7-F8-F9

Filter Class** ISO ePM1

Gasket Optional

Sealant Polyurethane

Separators Hot Melt

Header Thickness 20 mm, 25 mm

Applications
• HVAC

• Cleanroom applications

Advantages
• High surface area

• High efficiency

• MVEE product line fully meets the requirements for VDI 6022
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FINE FILTERS

ISO
16890
CERTIFIED

MW SERIES 

Part Number
EN 779:2012

Efficiency
ISO 16890

Class

Dimensions Media 
Area 
(m²)

Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Energy
(***) Width 

(mm)
Height 
(mm)

Depth 
(mm)

MW-F6-01 M6 ISO ePM10 65% 592 292 292 4.50 1700 80 E

MW-F6-02 M6 ISO ePM10 65% 592 492 292 7.50 2800 80 E

MW-F6-03 M6 ISO ePM10 65% 592 592 292 9.00 3400 80 E

MW-F7-01 F7 ISO ePM1 50% 592 292 292 4.50 1700 115 D

MW-F7-02 F7 ISO ePM1 50% 592 492 292 7.50 2800 115 D

MW-F7-03 F7 ISO ePM1 50% 592 592 292 9.00 3400 115 D

MW-F8-01 F8 ISO ePM1 60% 592 292 292 4.50 1700 120 D

MW-F8-02 F8 ISO ePM1 60% 592 492 292 7.50 2800 120 D

MW-F8-03 F8 ISO ePM1 60% 592 592 292 9.00 3400 120 D

MW-F9-01 F9 ISO ePM1 75% 592 292 292 4.50 1700 150 E

MW-F9-02 F9 ISO ePM1 75% 592 492 292 7.50 2800 150 E

MW-F9-03 F9 ISO ePM1 75% 592 592 292 9.00 3400 150 E

Media Microglass Fiber

Frame PS

Final Pressure Drop 450 Pa

Operating Temperature 80°C

Filter Efficiency* M6-F7-F8-F9

Filter Class** ISO ePM10 / ISO ePM1

Gasket Optional

Sealant Polyurethane

Separators Hot Melt

Header Thickness 20 mm, 25 mm

Applications
• HVAC

Advantages
• Compact and economic

• High surface area

• High efficiency
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FINE FILTERS

ISO
16890
CERTIFIED

MV SERIES  SINGLE CELL V FILTER

Media Microglass Fiber

Frame Plastic (PS), Galvanized Steel, 
Aluminium

Final Pressure Drop 450 Pa

Operating Temperature 80°C

Filter Efficiency* F8-F9-E11-E12-H13

Filter Class** ISO ePM1

Gasket Optional

Sealant Polyurethane

Separators Hot Melt

Applications
• Terminal filtration in air treatment units

Advantages
• High air flow

• Low pressure drop

Part Number

Filter Class Dimensions Media 
Area 
(m²)

Air Flow
(m³/h)

Pressure 
Drop
(Pa)Width 

(mm)
Height 
(mm)

Depth 
(mm)

EN 779:2012
Efficiency

ISO 16890
Class

EN 1822

MV-202/400/86.5-8GN F8 ISO ePM1 60% - 86.5 202 400 2.20 135 90

MV-202/600/86.5-8GN F8 ISO ePM1 60% - 86.5 202 600 3.20 200 90

MV-202/600/65-8GN F8 ISO ePM1 60% - 65.0 202 600 3.20 200 55

MV-202/400/86.5-9GN F9 ISO ePM1 75% - 86.5 202 400 2.20 135 130

MV-202/600/86.5-9GN F9 ISO ePM1 75% - 86.5 202 600 3.20 200 130

MV-202/600/65-9GN F9 ISO ePM1 75% - 65.0 202 600 3.20 200 85

MV-303/600/86.5-9GN F9 ISO ePM1 75% - 86.5 303 600 5.00 300 130

MV-202/400/86.5-11GN - - E11 86.5 202 400 2.20 135 160

MV-202/600/86.5-11GN - - E11 86.5 202 600 3.20 200 160

MV-202/600/65-11GN - - E11 65.0 202 600 3.20 200 115
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FINE FILTERS

ISO
16890
CERTIFIED

Part Number

Filter Class Dimensions Media 
Area 
(m²)

Air Flow
(m³/h)

Pressure 
Drop
(Pa)Width 

(mm)
Height 
(mm)

Depth 
(mm)

EN 779:2012
Efficiency

ISO 16890
Class

EN 1822

MV-202/400/86.5-12GN - - E12 86.5 202 400 2.20 135 170

MV-202/600/86.5-12GN - - E12 86.5 202 600 3.20 200 170

MV-202/600/65-12GN - - E12 65.0 202 600 3.20 200 125

MV-202/600/86.5-13GN - - H13 86.5 202 600 3.20 200 195

MV-202/600/65-13GN - - H13 65.0 202 600 3.20 200 145

MV-303/600/86.5-13GN - - H13 86.5 303 600 5.00 300 195

MV SERIES  SINGLE CELL V FILTER
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HIGH TEMPERATURE FILTERS 
G4 / M5-F9

MSKPHT SERIES 76

MV4HT SERIES 77

MVHHT SERIES 78

MPHT SERIES 30-78 mm 79

MASHT SERIES 82

04



HIGH TEMPERATURE 
FILTERS
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HIGH TEMPERATURE FILTERS

ISO
16890
CERTIFIED

MSKPHT SERIES

Media Microglass Fiber

Frame Galvanized Steel or
Stainless Steel

Final Pressure Drop 450 Pa

Operating Temperature 270°C

Filter Efficiency* M5

Filter Class** ISO ePM10

Gasket High Temperature Gasket

Applications
• Pre-filter for heat treatment

Advantages
• Depth loading

• High dust holding capacity

Part Number
EN 779:2012

Efficiency
ISO 16890

Class

Dimensions Media 
Area 
(m²)

Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Energy
(***) Width 

(mm)
Height 
(mm)

Depth 
(mm)

MSKPHT-287/592/48 M5 ISO ePM10 50% 287 592 48 0.60 1000 100 E

MSKPHT-492/592/48 M5 ISO ePM10 50% 492 592 48 0.90 1650 100 E

MSKPHT-592/592/48 M5 ISO ePM10 50% 592 592 48 1.10 2000 100 E

MSKPHT-287/592/96 M5 ISO ePM10 50% 287 592 96 1.10 1700 110 E

MSKPHT-492/592/96 M5 ISO ePM10 50% 492 592 96 1.80 2800 110 E

MSKPHT-592/592/96 M5 ISO ePM10 50% 592 592 96 2.20 3400 110 E

270°C
SILICONE

FREE
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HIGH TEMPERATURE FILTERSMV4HT SERIES

Applications
• Automotive industry

Advantages
• High efficiency

• High surface area

Media Microglass Fiber

Frame Galvanized Steel

Final Pressure Drop 450 Pa

Operating Temperature 350°C

Filter Efficiency* M6-F8

Filter Class** ISO ePM10 / ISO ePM1

Gasket High Temperature Gasket

Header Thickness 22 mm

Separators Microglass Fiber

‘-’ Models so marked are not Eurovent certified

ISO
16890
CERTIFIED

Part Number
EN 779:2012

Efficiency
ISO 16890

Class

Dimensions Media 
Area 
(m²)

Air 
Flow

(m³/h)

Pressure 
Drop
(Pa)

Energy
(***) Width 

(mm)
Height 
(mm)

Depth 
(mm)

MV4HT-287/592/292-6GHD2G-1H22 M6 ISO ePM10 60% 287 592 292 7.5 1700 110 E

MV4HT-492/592/292-6GHD2G-1H22 M6 ISO ePM10 60% 492 592 292 12.0 2800 110 E

MV4HT-592/592/292-6GHD2G-1H22 M6 ISO ePM10 60% 592 592 292 15.0 3400 110 E

MV4HT-287/592/400-6GHD2G-1H22 M6 ISO ePM10 60% 287 592 400 10.5 1700 80 D

MV4HT-492/592/400-6GHD2G-1H22 M6 ISO ePM10 60% 492 592 400 17.5 2800 80 D

MV4HT-592/592/400-6GHD2G-1H22 M6 ISO ePM10 60% 592 592 400 21.0 3400 80 D

MV4HT-305/610/400-6GHD2G-1H22 M6 ISO ePM10 60% 305 610 400 11.0 1700 80 -

MV4HT-490/610/400-6GHD2G-1H22 M6 ISO ePM10 60% 490 610 400 18.0 2800 80 -

MV4HT-610/610/400-6GHD2G-1H22 M6 ISO ePM10 60% 610 610 400 22.0 3400 80 -

MV4HT-287/592/292-8GHD2G-1H22 F8 ISO  ePM1  60% 287 592 292 7.5 1700 135 D

MV4HT-492/592/292-8GHD2G-1H22 F8 ISO  ePM1  60% 492 592 292 12.0 2800 135 D

MV4HT-592/592/292-8GHD2G-1H22 F8 ISO  ePM1  60% 592 592 292 15.0 3400 135 D

MV4HT-287/592/400-8GHD2G-1H22 F8 ISO  ePM1  60% 287 592 400 10.5 1700 110 C

MV4HT-492/592/400-8GHD2G-1H22 F8 ISO  ePM1  60% 492 592 400 17.5 2800 110 C

MV4HT-592/592/400-8GHD2G-1H22 F8 ISO  ePM1  60% 592 592 400 21.0 3400 110 C

MV4HT-305/610/400-8GHD2G-1H22 F8 ISO  ePM1  60% 305 610 400 11.0 1700 110 -

MV4HT-490/610/400-8GHD2G-1H22 F8 ISO  ePM1  60% 490 610 400 18.0 2800 110 -

MV4HT-610/610/400-8GHD2G-1H22 F8 ISO  ePM1  60% 610 610 400 22.0 3400 110 -

350°C
SILICONE

FREE
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ISO
16890
CERTIFIED

Applications
• Air conditioning systems 

• Industrial processes

ISO
16890
CERTIFIED

MVHHT SERIES

Media Microglass Fiber

Separators Microglass Fiber

Frame Stainless Steel or Galvanized Steel

Sealant Silicone

Temperature Max. 250°C

Final Pressure Drop 600 Pa

Part Number
EN 779:2012

Efficiency
ISO 16890

Class
EN 1822

Dimensions Media 
Area 
(m²)

Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height 
(mm)

Depth 
(mm)

MVHHT-610/610/292-5/6-7SN2SG F7 ISO ePM1 60% - 610 610 292 22.0 3400 85

MVHHT-610/610/292-5/6-8SN2SG F8 ISO ePM1 65% - 610 610 292 22.0 3400 90

MVHHT-610/610/292-5/6-9SN2SG F9 ISO ePM1 85% - 610 610 292 22.0 3400 110

MVHHT-610/610/292-5/6-10SN2SG - - E10 610 610 292 22.0 2500 85

MVHHT-610/610/292-5/6-11SN2SG - - E11 610 610 292 22.0 2500 110

MVHHT-610/610/292-5/6-12SN2SG - - E12 610 610 292 22.0 2500 185

MVHHT-610/610/292-5/6-13SN2SG - - H13 610 610 292 22.0 2500 240

MVHHT-610/610/292-5/6-14SN2SG - - H14 610 610 292 22.0 2500 260

250°C
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HIGH TEMPERATURE FILTERSMPHT SERIES 30-78 mm 

Part Number
EN 779:2012

Efficiency
ISO 16890

Class

Dimensions Media 
Area 
(m²)

Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Energy
(***) Width 

(mm)
Height 
(mm)

Depth 
(mm)

MPHT-305/610/30-6APHD2G M6 ISO ePM10 60% 305 610 30 2.00 950 65 -

MPHT-457/610/30-6APHD2G M6 ISO ePM10 60% 457 610 30 3.00 1420 65 -

MPHT-610/610/30-6APHD2G M6 ISO ePM10 60% 610 610 30 4.00 1900 65 -

MPHT-457/915/30-6APHD2G M6 ISO ePM10 60% 457 915 30 4.50 2130 65 -

MPHT-610/915/30-6APHD2G M6 ISO ePM10 60% 610 915 30 6.00 2850 65 -

MPHT-305/610/30-8APHD2G F8 ISO ePM1 60% 305 610 30 2.00 800 105 -

MPHT-457/610/30-8APHD2G F8 ISO ePM1 60% 457 610 30 3.00 1200 105 -

MPHT-610/610/30-8APHD2G F8 ISO ePM1 60% 610 610 30 4.00 1600 105 -

MPHT-457/915/30-8APHD2G F8 ISO ePM1 60% 457 915 30 6.00 1800 105 -

MPHT-610/915/30-8APHD2G F8 ISO ePM1 60% 610 915 30 4.50 2400 105 -

Media Microglass Fiber

Frame Extruded Aluminium,
Galvanized Steel, Stainless Steel

Final Pressure Drop 450 Pa

Operating Temperature 350°C

Filter Efficiency* M6-F8

Filter Class** ISO ePM10 / ISO ePM1

Gasket High Temperature Gasket

Protection Grid Expanded Metal, Both Sides

Separators Microglass Fiber

Applications
• Painting ovens

Advantages
• High efficiency

• Energy saver

350°C
SILICONE

FREE

30 mm 38 mm 40 mm 48 mm 55 mm 78 mm

* According to EN 779:2012     ** According to ISO 16890    *** According to Eurovent 4/21-2019 ‘-’ Models so marked are not Eurovent certified

ISO
16890
CERTIFIED
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HIGH TEMPERATURE FILTERS

* According to EN 779:2012     ** According to ISO 16890      *** According to Eurovent 4/21-2019

HIGH TEMPERATURE FILTERSMPHT SERIES 30-78 mm

Part Number
EN 779:2012

Efficiency
ISO 16890

Class

Dimensions Media 
Area 
(m²)

Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Energy
(***) Width 

(mm)
Height 
(mm)

Depth 
(mm)

MPHT-305/610/40-6APHD2G M6 ISO ePM10 60% 305 610 40 2.50 950 60 -

MPHT-457/610/40-6APHD2G M6 ISO ePM10 60% 457 610 40 3.70 1420 60 -

MPHT-610/610/40-6APHD2G M6 ISO ePM10 60% 610 610 40 4.95 1900 60 -

MPHT-457/915/40-6APHD2G M6 ISO ePM10 60% 457 915 40 5.55 2130 60 -

MPHT-610/915/40-6APHD2G M6 ISO ePM10 60% 610 915 40 7.40 2850 60 -

MPHT-287/592/40-6APHD2G M6 ISO ePM10 60% 287 592 40 2.25 900 60 E

MPHT-490/592/40-6APHD2G M6 ISO ePM10 60% 490 592 40 3.85 1500 60 E

MPHT-592/592/40-6APHD2G M6 ISO ePM10 60% 592 592 40 4.65 1800 60 E

MPHT-305/610/40-8APHD2G F8 ISO ePM1 60% 305 610 40 2.50 800 100 -

MPHT-457/610/40-8APHD2G F8 ISO ePM1 60% 457 610 40 3.70 1200 100 -

MPHT-610/610/40-8APHD2G F8 ISO ePM1 60% 610 610 40 4.95 1600 100 -

MPHT-457/915/40-8APHD2G F8 ISO ePM1 60% 457 915 40 5.55 1800 100 -

MPHT-610/915/40-8APHD2G F8 ISO ePM1 60% 610 915 40 7.40 2400 100 -

MPHT-287/592/40-8APHD2G F8 ISO ePM1 60% 287 592 40 2.25 750 100 E

MPHT-490/592/40-8APHD2G F8 ISO ePM1 60% 490 592 40 3.85 1250 100 E

MPHT-592/592/40-8APHD2G F8 ISO ePM1 60% 592 592 40 4.65 1500 100 E

MPHT-305/610/55-6APHD2G M6 ISO ePM10 65% 305 610 55 3.85 1325 90 -

MPHT-457/610/55-6APHD2G M6 ISO ePM10 65% 457 610 55 5.75 1980 90 -

MPHT-610/610/55-6APHD2G M6 ISO ePM10 65% 610 610 55 7.65 2650 90 -

MPHT-457/915/55-6APHD2G M6 ISO ePM10 65% 457 915 55 8.60 2970 90 -

MPHT-610/915/55-6APHD2G M6 ISO ePM10 65% 610 915 55 11.50 3970 90 -

MPHT-287/592/55-6APHD2G M6 ISO ePM10 65% 287 592 55 3.50 1250 90 E

MPHT-490/592/55-6APHD2G M6 ISO ePM10 65% 490 592 55 5.95 2050 90 E

MPHT-592/592/55-6APHD2G M6 ISO ePM10 65% 592 592 55 7.20 2500 90 E

MPHT-305/610/55-8APHD2G F8 ISO ePM1 60% 305 610 55 3.85 1000 100 -

MPHT-457/610/55-8APHD2G F8 ISO ePM1 60% 457 610 55 5.75 1500 100 -

MPHT-610/610/55-8APHD2G F8 ISO ePM1 60% 610 610 55 7.65 2000 100 -

MPHT-457/915/55-8APHD2G F8 ISO ePM1 60% 457 915 55 8.60 2250 100 -

MPHT-610/915/55-8APHD2G F8 ISO ePM1 60% 610 915 55 11.50 3000 100 -

ISO
16890
CERTIFIED

‘-’ Models so marked are not Eurovent certified
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HIGH TEMPERATURE FILTERSMPHT SERIES 30-78 mm

Part Number
EN 779:2012

Efficiency
ISO 16890

Class

Dimensions Media 
Area 
(m²)

Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Energy
(***) Width 

(mm)
Height 
(mm)

Depth 
(mm)

MPHT-287/592/55-8APHD2G F8 ISO ePM1 60% 287 592 55 3.50 950 100 E

MPHT-490/592/55-8APHD2G F8 ISO ePM1 60% 490 592 55 5.95 1550 100 E

MPHT-592/592/55-8APHD2G F8 ISO ePM1 60% 592 592 55 7.20 1900 100 E

MPHT-305/610/78-6APHD2G M6 ISO ePM10 65% 305 610 78 4.05 1325 90 -

MPHT-457/610/78-6APHD2G M6 ISO ePM10 65% 457 610 78 6.05 1980 90 -

MPHT-610/610/78-6APHD2G M6 ISO ePM10 65% 610 610 78 8.10 2650 90 -

MPHT-457/915/78-6APHD2G M6 ISO ePM10 65% 457 915 78 9.10 2970 90 -

MPHT-610/915/78-6APHD2G M6 ISO ePM10 65% 610 915 78 12.15 3970 90 -

MPHT-287/592/78-6APHD2G M6 ISO ePM10 65% 287 592 78 3.70 1250 90 E

MPHT-490/592/78-6APHD2G M6 ISO ePM10 65% 490 592 78 6.35 2050 90 E

MPHT-592/592/78-6APHD2G M6 ISO ePM10 65% 592 592 78 7.65 2500 90 E

MPHT-305/610/78-8APHD2G F8 ISO ePM1 60% 305 610 78 4.05 1000 100 -

MPHT-457/610/78-8APHD2G F8 ISO ePM1 60% 457 610 78 6.05 1500 100 -

MPHT-610/610/78-8APHD2G F8 ISO ePM1 60% 610 610 78 8.10 2000 100 -

MPHT-457/915/78-8APHD2G F8 ISO ePM1 60% 457 915 78 9.10 2250 100 -

MPHT-610/915/78-8APHD2G F8 ISO ePM1 60% 610 915 78 12.15 3000 100 -

MPHT-287/592/78-8APHD2G F8 ISO ePM1 60% 287 592 78 3.70 950 100 E

MPHT-490/592/78-8APHD2G F8 ISO ePM1 60% 490 592 78 6.35 1550 100 E

MPHT-592/592/78-8APHD2G F8 ISO ePM1 60% 592 592 78 7.65 1900 100 E

ISO
16890
CERTIFIED

‘-’ Models so marked are not Eurovent certified
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HIGH TEMPERATURE FILTERSMASHT SERIES

Media Microglass Fiber

Frame Galvanized Steel

Final Pressure Drop 450 Pa

Operating Temperature 270°C

Filter Efficiency* M6-F8

Filter Class** ISO ePM10 / ISO ePM1

Gasket High Temperature Gasket

Applications
• Automotive industry

Advantages
• High efficiency

• High surface area
270°C
SILICONE

FREE

‘-’ Models so marked are not Eurovent certified

ISO
16890
CERTIFIED

Part Number
EN 779:2012

Efficiency
ISO 16890

Class

Dimensions Media 
Area 
(m²)

Air 
Flow

(m³/h)

Pressure 
Drop
(Pa)

Energy
(***) Width 

(mm)
Height 
(mm)

Depth (mm)

MASHT-287/592/292-6GHD2G-1H20-6 M6 ISO ePM10 65% 287 592 292 6.0 1700 140 E

MASHT-287/592/292-6GHD2G-1H20 M6 ISO ePM10 65% 287 592 292 7.0 1700 130 E

MASHT-492/592/292-6GHD2G-1H20-9 M6 ISO ePM10 65% 492 592 292 9.0 2800 140 E

MASHT-492/592/292-6GHD2G-1H20 M6 ISO ePM10 65% 492 592 292 11.0 2800 130 E

MASHT-592/592/292-6GHD2G-1H20-12 M6 ISO ePM10 65% 592 592 292 12.0 3400 140 E

MASHT-592/592/292-6GHD2G-1H20 M6 ISO ePM10 65% 592 592 292 14.0 3400 130 E

MASHT-305/610/292-6GHD2G M6 ISO ePM10 65% 305 610 292 6.0 2125 130 -

MASHT-305/610/292-6GHD2G-7 M6 ISO ePM10 65% 305 610 292 7.0 2125 130 -

MASHT-490/610/292-6GHD2G M6 ISO ePM10 65% 490 610 292 9.0 3400 130 -

MASHT-490/610/292-6GHD2G-11 M6 ISO ePM10 65% 490 610 292 11.0 3400 130 -

MASHT-610/610/292-6GHD2G M6 ISO ePM10 65% 610 610 292 12.0 4250 130 -

MASHT-610/610/292-6GHD2G-14 M6 ISO ePM10 65% 610 610 292 14.0 4250 130 -

MASHT-287/592/292-8GHD2G-1H20-6 F8 ISO ePM1 65% 287 592 292 6.0 1700 160 D

MASHT-287/592/292-8GHD2G-1H20 F8 ISO ePM1 65% 287 592 292 7.0 1700 150 E

MASHT-492/592/292-8GHD2G-1H20-9 F8 ISO ePM1 65% 492 592 292 9.0 2800 160 D

MASHT-492/592/292-8GHD2G-1H20 F8 ISO ePM1 65% 492 592 292 11.0 2800 150 E

MASHT-592/592/292-8GHD2G-1H20-12 F8 ISO ePM1 65% 592 592 292 12.0 3400 160 D

MASHT-592/592/292-8GHD2G-1H20 F8 ISO ePM1 65% 592 592 292 14.0 3400 150 E
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HIGH TEMPERATURE FILTERSMASHT SERIES

ISO
16890
CERTIFIED

‘-’ Models so marked are not Eurovent certified

Part Number
EN 779:2012

Efficiency
ISO 16890

Class

Dimensions Media 
Area 
(m²)

Air 
Flow

(m³/h)

Pressure 
Drop
(Pa)

Energy
(***) Width 

(mm)
Height 
(mm)

Depth 
(mm)

MASHT-305/610/292-8GHD2G F8 ISO ePM1 65% 305 610 292 6.0 2125 160 -

MASHT-305/610/292-8GHD2G-7 F8 ISO ePM1 65% 305 610 292 7.0 2125 160 -

MASHT-490/610/292-8GHD2G F8 ISO ePM1 65% 490 610 292 9.0 3400 160 -

MASHT-490/610/292-8GHD2G-11 F8 ISO ePM1 65% 490 610 292 11.0 3400 160 -

MASHT-610/610/292-8GHD2G F8 ISO ePM1 65% 610 610 292 12.0 4250 160 -

MASHT-610/610/292-8GHD2G-14 F8 ISO ePM1 65% 610 610 292 14.0 4250 160 -
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CARBON FILTERS
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ISO
16890
CERTIFIED

MV-ACP SERIES

Media Active Carbon 
between Layers of Synthetic 
Media

Frame Plastic (PS)

Final Pressure Drop 450 Pa

Operating Temperature 40°C

Carbon Weight 500 g/m2

Gasket Optional

Sealant Polyurethane

Applications
• Deodorization and purfication of gaseous 
polluants

Advantages
•	High air flow

Part Number
EN 779:2012

Efficiency

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure Drop
(Pa)Width 

(mm)
Height
(mm)

Depth
(mm)

MV-ACP-01 - 592 292 292 4.00 1700 75

MV-ACP-02 - 592 492 292 6.50 2800 75

MV-ACP-03 - 592 592 292 8.00 3400 75

MV-F7SMAC-01 F7 592 292 292 4.00 1700 120

MV-F7SMAC-02 F7 592 492 292 6.50 2800 120

MV-F7SMAC-03 F7 592 592 292 8.00 3400 120





CARBON FILTERS
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ISO
16890
CERTIFIED

ACTIVATED CARBON CARTRIDGES		

ACTIVATED CARBON HOUSINGS		

Part Name MACT-605/605/37	

Material Galvanized Steel with Epoxy Paint

Number of Cartridge 9

Air Flow 3400 m3/h	

Pressure Drop 150 Pa

Weight of Housing 7 kg

Part Name MACT-300/605/37

Material Galvanized Steel with Epoxy Paint

Number of Cartridge 5

Air Flow 1700 m3/h	

Pressure Drop 150 Pa

Weight of Housing 3.5 kg

Applications
• Absorption of odors and gases

Filter Part Name MHA 165-450-ACG		

Carbon Type ACG

Material Galvanized Steel with Epoxy Paint

Gasket Epdm

Amount of Carbon ~4 kg

RH. Max. 70%

Operating Temperature 40°C
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CARBON FILTERSACTIVATED CARBON V CELL FILTERS

ACTIVATED CARBON PANEL FILTERS

Carbon Type ACG

Material Galvanized Steel

RH. Max. 70%

Operating Temperature 40°C

Sealant Polyurethane

Carbon Type ACG

Material Galvanized Steel

RH. Max. 70%

Operating Temperature 40°C

Applications
• Absorption of odors and gases

Applications
• Absorption of odors and gases

Part Number

Dimensions

Cell Type
Min. Contact Time

(s)
Air Flow
(m³/h)

Diff. Pres.
(Pa)

Amount of Carbon
(kg) Width 

(mm)
Height 
(mm)

Depth 
(mm)

MV-610/610/292-5/6-ACG 610 610 292 5/6 0.2 2000 120 20

MV-305/610/292-3/4-ACG 305 610 292 3/4 0.2 1000 120 12

Part Number

Dimensions Min. Contact 
Time

(s)

Air Flow
(m³/h)

Diff. Pres.
(Pa)

Amount of Carbon
(kg) Width

(mm)
Height 
(mm)

Depth
(mm)

MSKP-610/610/25-ACG 610 610 25 0.1 330 50 5.5

MSKP-305/610/25-ACG 305 610 25 0.15 115 50 2.8
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06
EPA, HEPA & ULPA FILTERS 
E10-U15

HFM SERIES ALUMINIUM PROFILE 47 mm 92

HFR SERIES ALUMINIUM PROFILE 55 mm 95

HFN SERIES ALUMINIUM PROFILE 66 mm 98

HFN SERIES ALUMINIUM PROFILE 70 mm 101

HFN SERIES ALUMINIUM PROFILE 78 mm 104

HFN SERIES MDF 78 mm 107

HFN SERIES GEL SEAL 73 mm 110

HFN SERIES GEL SEAL 80 mm 113

HFP SERIES GEL SEAL 88 mm 116

HFP SERIES GEL SEAL 104 mm 119

HFP SERIES ALUMINIUM PROFILE 90 mm 122

HFN SERIES ALUMINIUM PROFILE 150 mm 125

HFN SERIES MDF FRAME 150 mm 128

HFP SERIES ALUMINIUM PROFILE 150 mm 131

HFP SERIES MDF FRAME 150 mm 134

HFS SERIES ALUMINIUM PROFILE 110 mm 137

HFS SERIES ALUMINIUM PROFILE 150 mm 140

HFS SERIES MDF FRAME 150 mm 143

HFH SERIES MDF FRAME 292 mm 146

HFH SERIES SHEET METAL FRAME 292 mm 148

HFX SERIES MDF FRAME 292 mm 150

HFX SERIES SHEET METAL FRAME 292 mm 152

MV HEPA SERIES PLASTIC FRAME 292 mm 154

MVH SERIES PLASTIC FRAME 292 mm 156

MVH SERIES PLASTIC FRAME MAX. FLOW 292 mm 157

MVH SERIES METAL FRAME 292 mm 158

MVH SERIES METAL FRAME MAX. FLOW 292 mm 159

MHH SERIES MICRO HOOD FILTER 125 mm 160

MHH SERIES MICRO HOOD FILTER 150 mm 161



	 EPA, HEPA & ULPA
FILTERS
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

HFM SERIES  ALUMINIUM PROFILE 47 mm

Applications
• Air conditioning systems 
	 (Hospitals, Laboratories, Museums)

• Industrial processes 
	 (Pharmaceutical, Food, Microelectronics)

Advantages
• HFM product line fully meets 
	 the requirements for VDI 6022

Media Microglass Fiber

Frame Extruded Anodized Aluminium

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-U15

Gasket Half Round Endless
Polyurethane

Protection Grids Powder Coated Metal on
Both Sides

Separators Hotmelt

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
(mm)

Height
 (mm)

Depth
(mm)

 E10

HFM-305/305/47-10APD2G E10 305 305 47 1.50 75 30

HFM-457/457/47-10APD2G E10 457 457 47 3.40 165 30

HFM-457/610/47-10APD2G E10 457 610 47 4.50 225 30

HFM-305/610/47-10APD2G E10 305 610 47 3.00 150 30

HFM-610/610/47-10APD2G E10 610 610 47 6.00 300 30

HFM-610/915/47-10APD2G E10 610 915 47 9.00 450 30

HFM-610/1220/47-10APD2G E10 610 1220 47 12.00 600 30

HFM-610/1524/47-10APD2G E10 610 1525 47 15.00 750 30

HFM-610/1830/47-10APD2G E10 610 1830 47 18.00 900 30

HFM-610/762/47-10APD2G E10 610 762 47 7.50 375 30

HFM-762/762/47-10APD2G E10 762 762 47 9.40 465 30

HFM-915/915/47-10APD2G E10 915 915 47 13.50 675 30

HFM-915/1220/47-10APD2G E10 915 1220 47 18.00 900 30

 E11

HFM-305/305/47-11APD2G E11 305 305 47 1.50 75 60

HFM-457/457/47-11APD2G E11 457 457 47 3.40 165 60

47 mm

47 mm Aluminium Profile View
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**** According to EN 1822

EPA, HEPA & ULPA FILTERS

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
(mm)

Height
(mm)

Depth
(mm)

HFM-457/610/47-11APD2G E11 457 610 47 4.50 225 60

HFM-305/610/47-11APD2G E11 305 610 47 3.00 150 60

HFM-610/610/47-11APD2G E11 610 610 47 6.00 300 60

HFM-610/915/47-11APD2G E11 610 915 47 9.00 450 60

HFM-610/1220/47-11APD2G E11 610 1220 47 12.00 600 60

HFM-610/1524/47-11APD2G E11 610 1525 47 15.00 750 60

HFM-610/1830/47-11APD2G E11 610 1830 47 18.00 900 60

HFM-610/762/47-11APD2G E11 610 762 47 7.50 375 60

HFM-762/762/47-11APD2G E11 762 762 47 9.40 465 60

HFM-915/915/47-11APD2G E11 915 915 47 13.50 675 60

HFM-915/1220/47-11APD2G E11 915 1220 47 18.00 900 60

 E12

HFM-305/305/47-12APD2G E12 305 305 47 1.50 75 95

HFM-457/457/47-12APD2G E12 457 457 47 3.40 165 95

HFM-457/610/47-12APD2G E12 457 610 47 4.50 225 95

HFM-305/610/47-12APD2G E12 305 610 47 3.00 150 95

HFM-610/610/47-12APD2G E12 610 610 47 6.00 300 95

HFM-610/915/47-12APD2G E12 610 915 47 9.00 450 95

HFM-610/1220/47-12APD2G E12 610 1220 47 12.00 600 95

HFM-610/1524/47-12APD2G E12 610 1525 47 15.00 750 95

HFM-610/1830/47-12APD2G E12 610 1830 47 18.00 900 95

HFM-610/762/47-12APD2G E12 610 762 47 7.50 375 95

HFM-762/762/47-12APD2G E12 762 762 47 9.40 465 95

HFM-915/915/47-12APD2G E12 915 915 47 13.50 675 95

HFM-915/1220/47-12APD2G E12 915 1220 47 18.00 900 95

 H13

HFM-305/305/47-13APD2G H13 305 305 47 1.50 75 120

HFM-457/457/47-13APD2G H13 457 457 47 3.40 165 120

HFM-457/610/47-13APD2G H13 457 610 47 4.50 225 120

HFM-305/610/47-13APD2G H13 305 610 47 3.00 150 120

HFM-610/610/47-13APD2G H13 610 610 47 6.00 300 120

HFM-610/915/47-13APD2G H13 610 915 47 9.00 450 120

HFM-610/1220/47-13APD2G H13 610 1220 47 12.00 600 120

HFM-610/1524/47-13APD2G H13 610 1525 47 15.00 750 120

HFM-610/1830/47-13APD2G H13 610 1830 47 18.00 900 120

HFM SERIES  ALUMINIUM PROFILE 47 mm
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
(mm)

Height
(mm)

Depth
(mm)

HFM-610/762/47-13APD2G H13 610 762 47 7.50 375 120

HFM-762/762/47-13APD2G H13 762 762 47 9.40 465 120

HFM-915/915/47-13APD2G H13 915 915 47 13.50 675 120

HFM-915/1220/47-13APD2G H13 915 1220 47 18.00 900 120

 H14

HFM-305/305/47-14APD2G H14 305 305 47 1.50 75 130

HFM-457/457/47-14APD2G H14 457 457 47 3.40 165 130

HFM-457/610/47-14APD2G H14 457 610 47 4.50 225 130

HFM-305/610/47-14APD2G H14 305 610 47 3.00 150 130

HFM-610/610/47-14APD2G H14 610 610 47 6.00 300 130

HFM-610/915/47-14APD2G H14 610 915 47 9.00 450 130

HFM-610/1220/47-14APD2G H14 610 1220 47 12.00 600 130

HFM-610/1524/47-14APD2G H14 610 1524 47 15.00 750 130

HFM-610/1830/47-14APD2G H14 610 1830 47 18.00 900 130

HFM-610/762/47-14APD2G H14 610 762 47 7.50 375 130

HFM-762/762/47-14APD2G H14 762 762 47 9.40 465 130

HFM-915/915/47-14APD2G H14 915 915 47 13.50 675 130

HFM-915/1220/47-14APD2G H14 915 1220 47 18.00 900 130

 U15

HFM-305/305/47-15APD2G U15 305 305 47 1.50 75 190

HFM-457/457/47-15APD2G U15 457 457 47 3.40 165 190

HFM-457/610/47-15APD2G U15 457 610 47 4.50 225 190

HFM-305/610/47-15APD2G U15 305 610 47 3.00 150 190

HFM-610/610/47-15APD2G U15 610 610 47 6.00 300 190

HFM-610/915/47-15APD2G U15 610 915 47 9.00 450 190

HFM-610/1220/47-15APD2G U15 610 1220 47 12.00 600 190

HFM-610/1524/47-15APD2G U15 610 1525 47 15.00 750 190

HFM-610/1830/47-15APD2G U15 610 1830 47 18.00 900 190

HFM-610/762/47-15APD2G U15 610 762 47 7.50 375 190

HFM-762/762/47-15APD2G U15 762 762 47 9.40 465 190

HFM-915/915/47-15APD2G U15 915 915 47 13.50 675 190

HFM-915/1220/47-15APD2G U15 915 1220 47 18.00 900 190

HFM SERIES  ALUMINIUM PROFILE 47 mm
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**** According to EN 1822

EPA, HEPA & ULPA FILTERSHFR SERIES  ALUMINIUM PROFILE 55 mm

Applications
• Air conditioning systems 
	 (Hospitals, Laboratories, Museums)

• Industrial processes 
	 (Pharmaceutical, Food, Microelectronics)

Advantages
• HFR product line fully meets 
	 the requirements for VDI 6022

Media Microglass Fiber

Frame Extruded Anodized Aluminium

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-U15

Gasket Half Round Endless
Polyurethane

Protection Grids Powder Coated Metal on
Both Sides

Separators Hotmelt

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
(mm)

Height
(mm)

Depth
(mm)

 E10

HFR-305/305/55-10APD2G E10 305 305 55 1.8 105 30

HFR-457/457/55-10APD2G E10 457 457 55 4.1 235 30

HFR-457/610/55-10APD2G E10 457 610 55 5.5 315 30

HFR-305/610/55-10APD2G E10 305 610 55 3.6 210 30

HFR-610/610/55-10APD2G E10 610 610 55 7.3 420 30

HFR-610/915/55-10APD2G E10 610 915 55 10.9 630 30

HFR-610/1220/55-10APD2G E10 610 1220 55 14.6 840 30

HFR-610/1524/55-10APD2G E10 610 1525 55 18.2 1050 30

HFR-610/1830/55-10APD2G E10 610 1830 55 21.8 1260 30

HFR-610/762/55-10APD2G E10 610 762 55 9.1 525 30

HFR-762/762/55-10APD2G E10 762 762 55 11.3 655 30

HFR-915/915/55-10APD2G E10 915 915 55 16.4 945 30

HFR-915/1220/55-10APD2G E10 915 1220 55 21.8 1260 30

 E11

HFR-305/305/55-11APD2G E11 305 305 55 1.8 105 60

HFR-457/457/55-11APD2G E11 457 457 55 4.1 235 60

55 mm

55 mm Aluminium Profile View
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
(mm)

Height
(mm)

Depth
(mm)

HFR-457/610/55-11APD2G E11 457 610 55 5.5 315 60

HFR-305/610/55-11APD2G E11 305 610 55 3.6 210 60

HFR-610/610/55-11APD2G E11 610 610 55 7.3 420 60

HFR-610/915/55-11APD2G E11 610 915 55 10.9 630 60

HFR-610/1220/55-11APD2G E11 610 1220 55 14.6 840 60

HFR-610/1524/55-11APD2G E11 610 1525 55 18.2 1050 60

HFR-610/1830/55-11APD2G E11 610 1830 55 21.8 1260 60

HFR-610/762/55-11APD2G E11 610 762 55 9.1 525 60

HFR-762/762/55-11APD2G E11 762 762 55 11.3 655 60

HFR-915/915/55-11APD2G E11 915 915 55 16.4 945 60

HFR-915/1220/55-11APD2G E11 915 1220 55 21.8 1260 60

 E12

HFR-305/305/55-12APD2G E12 305 305 55 1.8 105 95

HFR-457/457/55-12APD2G E12 457 457 55 4.1 235 95

HFR-457/610/55-12APD2G E12 457 610 55 5.5 315 95

HFR-305/610/55-12APD2G E12 305 610 55 3.6 210 95

HFR-610/610/55-12APD2G E12 610 610 55 7.3 420 95

HFR-610/915/55-12APD2G E12 610 915 55 10.9 630 95

HFR-610/1220/55-12APD2G E12 610 1220 55 14.6 840 95

HFR-610/1524/55-12APD2G E12 610 1525 55 18.2 1050 95

HFR-610/1830/55-12APD2G E12 610 1830 55 21.8 1260 95

HFR-610/762/55-12APD2G E12 610 762 55 9.1 525 95

HFR-762/762/55-12APD2G E12 762 762 55 11.3 655 95

HFR-915/915/55-12APD2G E12 915 915 55 16.4 945 95

HFR-915/1220/55-12APD2G E12 915 1220 55 21.8 1260 95

 H13

HFR-305/305/55-13APD2G H13 305 305 55 1.8 105 110

HFR-457/457/55-13APD2G H13 457 457 55 4.1 235 110

HFR-457/610/55-13APD2G H13 457 610 55 5.5 315 110

HFR-305/610/55-13APD2G H13 305 610 55 3.6 210 110

HFR-610/610/55-13APD2G H13 610 610 55 7.3 420 110

HFR-610/915/55-13APD2G H13 610 915 55 10.9 630 110

HFR-610/1220/55-13APD2G H13 610 1220 55 14.6 840 110

HFR-610/1524/55-13APD2G H13 610 1525 55 18.2 1050 110

HFR-610/1830/55-13APD2G H13 610 1830 55 21.8 1260 110

HFR SERIES  ALUMINIUM PROFILE 55 mm
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**** According to EN 1822

EPA, HEPA & ULPA FILTERS

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
(mm)

Height
(mm)

Depth 
(mm)

HFR-610/762/55-13APD2G H13 610 762 55 9.1 525 110

HFR-762/762/55-13APD2G H13 762 762 55 11.3 655 110

HFR-915/915/55-13APD2G H13 915 915 55 16.4 945 110

HFR-915/1220/55-13APD2G H13 915 1220 55 21.8 1260 110

 H14

HFR-305/305/55-14APD2G H14 305 305 55 1.8 105 130

HFR-457/457/55-14APD2G H14 457 457 55 4.1 235 130

HFR-457/610/55-14APD2G H14 457 610 55 5.5 315 130

HFR-305/610/55-14APD2G H14 305 610 55 3.6 210 130

HFR-610/610/55-14APD2G H14 610 610 55 7.3 420 130

HFR-610/915/55-14APD2G H14 610 915 55 10.9 630 130

HFR-610/1220/55-14APD2G H14 610 1220 55 14.6 840 130

HFR-610/1524/55-14APD2G H14 610 1524 55 18.2 1050 130

HFR-610/1830/55-14APD2G H14 610 1830 55 21.8 1260 130

HFR-610/762/55-14APD2G H14 610 762 55 9.1 525 130

HFR-762/762/55-14APD2G H14 762 762 55 11.3 655 130

HFR-915/915/55-14APD2G H14 915 915 55 16.4 945 130

HFR-915/1220/55-14APD2G H14 915 1220 55 21.8 1260 130

 U15

HFR-305/305/55-15APD2G U15 305 305 55 1.8 105 140

HFR-457/457/55-15APD2G U15 457 457 55 4.1 235 140

HFR-457/610/55-15APD2G U15 457 610 55 5.5 315 140

HFR-305/610/55-15APD2G U15 305 610 55 3.6 210 140

HFR-610/610/55-15APD2G U15 610 610 55 7.3 420 140

HFR-610/915/55-15APD2G U15 610 915 55 10.9 630 140

HFR-610/1220/55-15APD2G U15 610 1220 55 14.6 840 140

HFR-610/1524/55-15APD2G U15 610 1525 55 18.2 1050 140

HFR-610/1830/55-15APD2G U15 610 1830 55 21.8 1260 140

HFR-610/762/55-15APD2G U15 610 762 55 9.1 525 140

HFR-762/762/55-15APD2G U15 762 762 55 11.3 655 140

HFR-915/915/55-15APD2G U15 915 915 55 16.4 945 140

HFR-915/1220/55-15APD2G U15 915 1220 55 21.8 1260 140

HFR SERIES  ALUMINIUM PROFILE 55 mm
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

HFN SERIES  ALUMINIUM PROFILE 66 mm

Applications
• Air conditioning systems 
	 (Hospitals, Laboratories, Museums)

• Industrial processes 
	 (Pharmaceutical, Food, Microelectronics)

Advantages
• HFN product line fully meets 
	 the requirements for VDI 6022

Media Microglass Fiber

Frame Extruded Anodized Aluminium

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-U15

Gasket Half Round Endless
Polyurethane

Protection Grids Powder Coated Metal on
Both Sides

Separators Hotmelt

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
(mm)

Height
(mm)

Depth
(mm)

 E10

HFN-305/305/66-10APD2G E10 305 305 66 2.6 150 50

HFN-457/457/66-10APD2G E10 457 457 66 5.8 335 50

HFN-457/610/66-10APD2G E10 457 610 66 7.8 450 50

HFN-305/610/66-10APD2G E10 305 610 66 5.2 300 50

HFN-610/610/66-10APD2G E10 610 610 66 10.4 600 50

HFN-610/915/66-10APD2G E10 610 915 66 15.6 900 50

HFN-610/1220/66-10APD2G E10 610 1220 66 20.8 1200 50

HFN-610/1524/66-10APD2G E10 610 1525 66 26.0 1500 50

HFN-610/1830/66-10APD2G E10 610 1830 66 31.2 1800 50

HFN-610/762/66-10APD2G E10 610 762 66 13.0 750 50

HFN-762/762/66-10APD2G E10 762 762 66 16.2 935 50

HFN-915/915/66-10APD2G E10 915 915 66 23.4 1350 50

HFN-915/1220/66-10APD2G E10 915 1220 66 31.2 1800 50

 E11

HFN-305/305/66-11APD2G E11 305 305 66 2.6 150 70

HFN-457/457/66-11APD2G E11 457 457 66 5.8 335 70

66 mm

66 mm Aluminium Profile View
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**** According to EN 1822

EPA, HEPA & ULPA FILTERS

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
(mm)

Height
(mm)

Depth
(mm)

HFN-457/610/66-11APD2G E11 457 610 66 7.8 450 70

HFN-305/610/66-11APD2G E11 305 610 66 5.2 300 70

HFN-610/610/66-11APD2G E11 610 610 66 10.4 600 70

HFN-610/915/66-11APD2G E11 610 915 66 15.6 900 70

HFN-610/1220/66-11APD2G E11 610 1220 66 20.8 1200 70

HFN-610/1524/66-11APD2G E11 610 1525 66 26.0 1500 70

HFN-610/1830/66-11APD2G E11 610 1830 66 31.2 1800 70

HFN-610/762/66-11APD2G E11 610 762 66 13.0 750 70

HFN-762/762/66-11APD2G E11 762 762 66 16.2 935 70

HFN-915/915/66-11APD2G E11 915 915 66 23.4 1350 70

HFN-915/1220/66-11APD2G E11 915 1220 66 31.2 1800 70

 E12

HFN-305/305/66-12APD2G E12 305 305 66 2.6 150 95

HFN-457/457/66-12APD2G E12 457 457 66 5.8 335 95

HFN-457/610/66-12APD2G E12 457 610 66 7.8 450 95

HFN-305/610/66-12APD2G E12 305 610 66 5.2 300 95

HFN-610/610/66-12APD2G E12 610 610 66 10.4 600 95

HFN-610/915/66-12APD2G E12 610 915 66 15.6 900 95

HFN-610/1220/66-12APD2G E12 610 1220 66 20.8 1200 95

HFN-610/1524/66-12APD2G E12 610 1525 66 26.0 1500 95

HFN-610/1830/66-12APD2G E12 610 1830 66 31.2 1800 95

HFN-610/762/66-12APD2G E12 610 762 66 13.0 750 95

HFN-762/762/66-12APD2G E12 762 762 66 16.2 935 95

HFN-915/915/66-12APD2G E12 915 915 66 23.4 1350 95

HFN-915/1220/66-12APD2G E12 915 1220 66 31.2 1800 95

 H13

HFN-305/305/66-13APD2G H13 305 305 66 2.6 150 110

HFN-457/457/66-13APD2G H13 457 457 66 5.8 335 110

HFN-457/610/66-13APD2G H13 457 610 66 7.8 450 110

HFN-305/610/66-13APD2G H13 305 610 66 5.2 300 110

HFN-610/610/66-13APD2G H13 610 610 66 10.4 600 110

HFN-610/915/66-13APD2G H13 610 915 66 15.6 900 110

HFN-610/1220/66-13APD2G H13 610 1220 66 20.8 1200 110

HFN-610/1524/66-13APD2G H13 610 1525 66 26.0 1500 110

HFN-610/1830/66-13APD2G H13 610 1830 66 31.2 1800 110

HFN SERIES  ALUMINIUM PROFILE 66 mm
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

HFN SERIES  ALUMINIUM PROFILE 66 mm

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
(mm)

Height
(mm)

Depth
(mm)

HFN-610/762/66-13APD2G H13 610 762 66 13.0 750 110

HFN-762/762/66-13APD2G H13 762 762 66 16.2 935 110

HFN-915/915/66-13APD2G H13 915 915 66 23.4 1350 110

HFN-915/1220/66-13APD2G H13 915 1220 66 31.2 1800 110

 H14

HFN-305/305/66-14APD2G H14 305 305 66 2.6 150 120

HFN-457/457/66-14APD2G H14 457 457 66 5.8 335 120

HFN-457/610/66-14APD2G H14 457 610 66 7.8 450 120

HFN-305/610/66-14APD2G H14 305 610 66 5.2 300 120

HFN-610/610/66-14APD2G H14 610 610 66 10.4 600 120

HFN-610/915/66-14APD2G H14 610 915 66 15.6 900 120

HFN-610/1220/66-14APD2G H14 610 1220 66 20.8 1200 120

HFN-610/1524/66-14APD2G H14 610 1524 66 26.0 1500 120

HFN-610/1830/66-14APD2G H14 610 1830 66 31.2 1800 120

HFN-610/762/66-14APD2G H14 610 762 66 13.0 750 120

HFN-762/762/66-14APD2G H14 762 762 66 16.2 935 120

HFN-915/915/66-14APD2G H14 915 915 66 23.4 1350 120

HFN-915/1220/66-14APD2G H14 915 1220 66 31.2 1800 120

 U15

HFN-305/305/66-15APD2G U15 305 305 66 2.6 150 140

HFN-457/457/66-15APD2G U15 457 457 66 5.8 335 140

HFN-457/610/66-15APD2G U15 457 610 66 7.8 450 140

HFN-305/610/66-15APD2G U15 305 610 66 5.2 300 140

HFN-610/610/66-15APD2G U15 610 610 66 10.4 600 140

HFN-610/915/66-15APD2G U15 610 915 66 15.6 900 140

HFN-610/1220/66-15APD2G U15 610 1220 66 20.8 1200 140

HFN-610/1524/66-15APD2G U15 610 1525 66 26.0 1500 140

HFN-610/1830/66-15APD2G U15 610 1830 66 31.2 1800 140

HFN-610/762/66-15APD2G U15 610 762 66 13.0 750 140

HFN-762/762/66-15APD2G U15 762 762 66 16.2 935 140

HFN-915/915/66-15APD2G U15 915 915 66 23.4 1350 140

HFN-915/1220/66-15APD2G U15 915 1220 66 31.2 1800 140
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**** According to EN 1822

EPA, HEPA & ULPA FILTERSHFN SERIES  ALUMINIUM PROFILE 70 mm

Applications
• Air conditioning systems 
	 (Hospitals, Laboratories, Museums)

• Industrial processes 
	 (Pharmaceutical, Food, Microelectronics)

Advantages
• HFN product line fully meets 
	 the requirements for VDI 6022

Media Microglass Fiber

Frame Extruded Anodized Aluminium

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-U15

Gasket Half Round Endless
Polyurethane

Protection Grids Powder Coated Metal on
Both Sides

Separators Hotmelt

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
(mm)

Height
(mm)

Depth
(mm)

 E10

HFN-305/305/70-10APD2G E10 305 305 70 2.6 150 50

HFN-457/457/70-10APD2G E10 457 457 70 5.8 335 50

HFN-457/610/70-10APD2G E10 457 610 70 7.8 450 50

HFN-305/610/70-10APD2G E10 305 610 70 5.2 300 50

HFN-610/610/70-10APD2G E10 610 610 70 10.4 600 50

HFN-610/915/70-10APD2G E10 610 915 70 15.6 900 50

HFN-610/1220/70-10APD2G E10 610 1220 70 20.8 1200 50

HFN-610/1524/70-10APD2G E10 610 1524 70 26.0 1500 50

HFN-610/1830/70-10APD2G E10 610 1830 70 31.2 1800 50

HFN-610/762/70-10APD2G E10 610 762 70 13.0 750 50

HFN-762/762/70-10APD2G E10 762 762 70 16.2 935 50

HFN-915/915/70-10APD2G E10 915 915 70 23.4 1350 50

HFN-915/1220/70-10APD2G E10 915 1220 70 31.2 1800 50

 E11

HFN-305/305/70-11APD2G E11 305 305 70 2.6 150 70

HFN-457/457/70-11APD2G E11 457 457 70 5.8 335 70

70 mm

70 mm Aluminium Profile View
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
(mm)

Height
(mm)

Depth
(mm)

HFN-457/610/70-11APD2G E11 457 610 70 7.8 450 70

HFN-305/610/70-11APD2G E11 305 610 70 5.2 300 70

HFN-610/610/70-11APD2G E11 610 610 70 10.4 600 70

HFN-610/915/70-11APD2G E11 610 915 70 15.6 900 70

HFN-610/1220/70-11APD2G E11 610 1220 70 20.8 1200 70

HFN-610/1524/70-11APD2G E11 610 1524 70 26.0 1500 70

HFN-610/1830/70-11APD2G E11 610 1830 70 31.2 1800 70

HFN-610/762/70-11APD2G E11 610 762 70 13.0 750 70

HFN-762/762/70-11APD2G E11 762 762 70 16.2 935 70

HFN-915/915/70-11APD2G E11 915 915 70 23.4 1350 70

HFN-915/1220/70-11APD2G E11 915 1220 70 31.2 1800 70

 E12

HFN-305/305/70-12APD2G E12 305 305 70 2.6 150 95

HFN-457/457/70-12APD2G E12 457 457 70 5.8 335 95

HFN-457/610/70-12APD2G E12 457 610 70 7.8 450 95

HFN-305/610/70-12APD2G E12 305 610 70 5.2 300 95

HFN-610/610/70-12APD2G E12 610 610 70 10.4 600 95

HFN-610/915/70-12APD2G E12 610 915 70 15.6 900 95

HFN-610/1220/70-12APD2G E12 610 1220 70 20.8 1200 95

HFN-610/1524/70-12APD2G E12 610 1524 70 26.0 1500 95

HFN-610/1830/70-12APD2G E12 610 1830 70 31.2 1800 95

HFN-610/762/70-12APD2G E12 610 762 70 13.0 750 95

HFN-762/762/70-12APD2G E12 762 762 70 16.2 935 95

HFN-915/915/70-12APD2G E12 915 915 70 23.4 1350 95

HFN-915/1220/70-12APD2G E12 915 1220 70 31.2 1800 95

 H13

HFN-305/305/70-13APD2G H13 305 305 70 2.6 150 110

HFN-457/457/70-13APD2G H13 457 457 70 5.8 335 110

HFN-457/610/70-13APD2G H13 457 610 70 7.8 450 110

HFN-305/610/70-13APD2G H13 305 610 70 5.2 300 110

HFN-610/610/70-13APD2G H13 610 610 70 10.4 600 110

HFN-610/915/70-13APD2G H13 610 915 70 15.6 900 110

HFN-610/1220/70-13APD2G H13 610 1220 70 20.8 1200 110

HFN-610/1524/70-13APD2G H13 610 1524 70 26.0 1500 110

HFN-610/1830/70-13APD2G H13 610 1830 70 31.2 1800 110

HFN SERIES  ALUMINIUM PROFILE 70 mm
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**** According to EN 1822

EPA, HEPA & ULPA FILTERS

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
(mm)

Height
(mm)

Depth
(mm)

HFN-610/762/70-13APD2G H13 610 762 70 13.0 750 110

HFN-762/762/70-13APD2G H13 762 762 70 16.2 935 110

HFN-915/915/70-13APD2G H13 915 915 70 23.4 1350 110

HFN-915/1220/70-13APD2G H13 915 1220 70 31.2 1800 110

 H14

HFN-305/305/70-14APD2G H14 305 305 70 2.6 150 120

HFN-457/457/70-14APD2G H14 457 457 70 5.8 335 120

HFN-457/610/70-14APD2G H14 457 610 70 7.8 450 120

HFN-305/610/70-14APD2G H14 305 610 70 5.2 300 120

HFN-610/610/70-14APD2G H14 610 610 70 10.4 600 120

HFN-610/915/70-14APD2G H14 610 915 70 15.6 900 120

HFN-610/1220/70-14APD2G H14 610 1220 70 20.8 1200 120

HFN-610/1524/70-14APD2G H14 610 1524 70 26.0 1500 120

HFN-610/1830/70-14APD2G H14 610 1830 70 31.2 1800 120

HFN-610/762/70-14APD2G H14 610 762 70 13.0 750 120

HFN-762/762/70-14APD2G H14 762 762 70 16.2 935 120

HFN-915/915/70-14APD2G H14 915 915 70 23.4 1350 120

HFN-915/1220/70-14APD2G H14 915 1220 70 31.2 1800 120

 U15

HFN-305/305/70-15APD2G U15 305 305 70 2.6 150 140

HFN-457/457/70-15APD2G U15 457 457 70 5.8 335 140

HFN-457/610/70-15APD2G U15 457 610 70 7.8 450 140

HFN-305/610/70-15APD2G U15 305 610 70 5.2 300 140

HFN-610/610/70-15APD2G U15 610 610 70 10.4 600 140

HFN-610/915/70-15APD2G U15 610 915 70 15.6 900 140

HFN-610/1220/70-15APD2G U15 610 1220 70 20.8 1200 140

HFN-610/1524/70-15APD2G U15 610 1524 70 26.0 1500 140

HFN-610/1830/70-15APD2G U15 610 1830 70 31.2 1800 140

HFN-305/762/70-15APD2G U15 305 762 70 6.5 375 140

HFN-610/762/70-15APD2G U15 610 762 70 13.0 750 140

HFN-762/762/70-15APD2G U15 762 762 70 16.2 935 140

HFN-915/915/70-15APD2G U15 915 915 70 23.4 1350 140

HFN-915/1220/70-15APD2G U15 915 1220 70 31.2 1800 140

HFN SERIES  ALUMINIUM PROFILE 70 mm
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

HFN SERIES  ALUMINIUM PROFILE 78 mm

Applications
• Air conditioning systems 
	 (Hospitals, Laboratories, Museums)

• Industrial processes 
	 (Pharmaceutical, Food, Microelectronics)

Advantages
• HFN product line fully meets 
	 the requirements for VDI 6022

Media Microglass Fiber

Frame Extruded Anodized Aluminium

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-U15

Gasket Flat Neoprene or Half Round 
Endless Polyurethane

Protection Grids Powder Coated Metal on
Both Sides

Separators Hotmelt

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
(mm)

Height
(mm)

Depth
(mm)

 E10

HFN-305/305/78-10APBD2G E10 305 305 78 2.6 150 50

HFN-457/457/78-10APBD2G E10 457 457 78 5.8 335 50

HFN-457/610/78-10APBD2G E10 457 610 78 7.8 450 50

HFN-305/610/78-10APBD2G E10 305 610 78 5.2 300 50

HFN-610/610/78-10APBD2G E10 610 610 78 10.4 600 50

HFN-610/915/78-10APBD2G E10 610 915 78 15.6 900 50

HFN-610/1220/78-10APBD2G E10 610 1220 78 20.8 1200 50

HFN-610/1524/78-10APBD2G E10 610 1524 78 26.0 1500 50

HFN-610/1830/78-10APBD2G E10 610 1830 78 31.2 1800 50

HFN-610/762/78-10APBD2G E10 610 762 78 13.0 750 50

HFN-762/762/78-10APBD2G E10 762 762 78 16.2 935 50

HFN-915/915/78-10APBD2G E10 915 915 78 23.4 1350 50

HFN-915/1220/78-10APBD2G E10 915 1220 78 31.2 1800 50

 E11

HFN-305/305/78-11APBD2G E11 305 305 78 2.6 150 70

HFN-457/457/78-11APBD2G E11 457 457 78 5.8 335 70

78 mm

78 mm Aluminium Profile View
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**** According to EN 1822

EPA, HEPA & ULPA FILTERS

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
(mm)

Height
(mm)

Depth
(mm)

HFN-457/610/78-11APBD2G E11 457 610 78 7.8 450 70

HFN-305/610/78-11APBD2G E11 305 610 78 5.2 300 70

HFN-610/610/78-11APBD2G E11 610 610 78 10.4 600 70

HFN-610/915/78-11APBD2G E11 610 915 78 15.6 900 70

HFN-610/1220/78-11APBD2G E11 610 1220 78 20.8 1200 70

HFN-610/1524/78-11APBD2G E11 610 1524 78 26.0 1500 70

HFN-610/1830/78-11APBD2G E11 610 1830 78 31.2 1800 70

HFN-610/762/78-11APBD2G E11 610 762 78 13.0 750 70

HFN-762/762/78-11APBD2G E11 762 762 78 16.2 935 70

HFN-915/915/78-11APBD2G E11 915 915 78 23.4 1350 70

HFN-915/1220/78-11APBD2G E11 915 1220 78 31.2 1800 70

 E12

HFN-305/305/78-12APBD2G E12 305 305 78 2.6 150 95

HFN-457/457/78-12APBD2G E12 457 457 78 5.8 335 95

HFN-457/610/78-12APBD2G E12 457 610 78 7.8 450 95

HFN-305/610/78-12APBD2G E12 305 610 78 5.2 300 95

HFN-610/610/78-12APBD2G E12 610 610 78 10.4 600 95

HFN-610/915/78-12APBD2G E12 610 915 78 15.6 900 95

HFN-610/1220/78-12APBD2G E12 610 1220 78 20.8 1200 95

HFN-610/1524/78-12APBD2G E12 610 1524 78 26.0 1500 95

HFN-610/1830/78-12APBD2G E12 610 1830 78 31.2 1800 95

HFN-610/762/78-12APBD2G E12 610 762 78 13.0 750 95

HFN-762/762/78-12APBD2G E12 762 762 78 16.2 935 95

HFN-915/915/78-12APBD2G E12 915 915 78 23.4 1350 95

HFN-915/1220/78-12APBD2G E12 915 1220 78 31.2 1800 95

 H13

HFN-305/305/78-13APBD2G H13 305 305 78 2.6 150 110

HFN-457/457/78-13APBD2G H13 457 457 78 5.8 335 110

HFN-457/610/78-13APBD2G H13 457 610 78 7.8 450 110

HFN-305/610/78-13APBD2G H13 305 610 78 5.2 300 110

HFN-610/610/78-13APBD2G H13 610 610 78 10.4 600 110

HFN-610/915/78-13APBD2G H13 610 915 78 15.6 900 110

HFN-610/1220/78-13APBD2G H13 610 1220 78 20.8 1200 110

HFN-610/1524/78-13APBD2G H13 610 1524 78 26.0 1500 110

HFN-610/1830/78-13APBD2G H13 610 1830 78 31.2 1800 110

HFN SERIES  ALUMINIUM PROFILE 78 mm
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

HFN SERIES  ALUMINIUM PROFILE 78 mm

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
(mm)

Height
(mm)

Depth
(mm)

HFN-610/762/78-13APBD2G H13 610 762 78 13.0 750 110

HFN-762/762/78-13APBD2G H13 762 762 78 16.2 935 110

HFN-915/915/78-13APBD2G H13 915 915 78 23.4 1350 110

HFN-915/1220/78-13APBD2G H13 915 1220 78 31.2 1800 110

 H14

HFN-305/305/78-14APBD2G H14 305 305 78 2.6 150 120

HFN-457/457/78-14APBD2G H14 457 457 78 5.8 335 120

HFN-457/610/78-14APBD2G H14 457 610 78 7. 450 120

HFN-305/610/78-14APBD2G H14 305 610 78 5.2 300 120

HFN-610/610/78-14APBD2G H14 610 610 78 10.4 600 120

HFN-610/915/78-14APBD2G H14 610 915 78 15.6 900 120

HFN-610/1220/78-14APBD2G H14 610 1220 78 20.8 1200 120

HFN-610/1524/78-14APBD2G H14 610 1524 78 26.0 1500 120

HFN-610/1830/78-14APBD2G H14 610 1830 78 31.2 1800 120

HFN-610/762/7814APBD2G H14 610 762 78 13.0 750 120

HFN-762/762/78-14APBD2G H14 762 762 78 16.2 935 120

HFN-915/915/78-14APBD2G H14 915 915 78 23.4 1350 120

HFN-915/1220/78-14APBD2G H14 915 1220 78 31.2 1800 120

 U15

HFN-305/305/78-15APBD2G U15 305 305 78 2.6 150 140

HFN-457/457/78-15APBD2G U15 457 457 78 5.8 335 140

HFN-457/610/78-15APBD2G U15 457 610 78 7.8 450 140

HFN-305/610/78-15APBD2G U15 305 610 78 5.2 300 140

HFN-610/610/78-15APBD2G U15 610 610 78 10.4 600 140

HFN-610/915/78-15APBD2G U15 610 915 78 15.6 900 140

HFN-610/1220/78-15APBD2G U15 610 1220 78 20.8 1200 140

HFN-610/1524/78-15APBD2G U15 610 1524 78 26.0 1500 140

HFN-610/1830/78-15APBD2G U15 610 1830 78 31.2 1800 140

HFN-610/762/78-15APBD2G U15 610 762 78 13.0 750 140

HFN-762/762/78-15APBD2G U15 762 762 78 16.2 935 140

HFN-915/915/78-15APBD2G U15 915 915 78 23.4 1350 140

HFN-915/1220/78-15APBD2G U15 915 1220 78 31.2 1800 140



107

**** According to EN 1822

EPA, HEPA & ULPA FILTERSHFN SERIES  MDF 78 mm

Applications
• Air conditioning systems 
	 (Hospitals, Laboratories, Museums)

• Industrial processes 
	 (Pharmaceutical, Food, Microelectronics)

Media Microglass Fiber

Frame MDF

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-H14

Gasket Flat Neoprene or Half Round 
Endless Polyurethane

Protection Grids Optional

Separators Hotmelt

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
(mm)

Height
(mm)

Depth
(mm)

 E10

HFN-305/305/78-10PD E10 305 305 78 2.6 700 250

HFN-457/457/78-10PD E10 457 457 78 5.8 1570 250

HFN-457/610/78-10PD E10 457 610 78 7.8 2100 250

HFN-305/610/78-10PD E10 305 610 78 5.2 1400 250

HFN-610/610/78-10PD E10 610 610 78 10.4 2800 250

HFN-610/915/78-10PD E10 610 915 78 15.6 4200 250

HFN-610/1220/78-10PD E10 610 1220 78 20.8 5600 250

HFN-610/1524/78-10PD E10 610 1524 78 26.0 7000 250

HFN-610/1830/78-10PD E10 610 1830 78 31.2 8400 250

HFN-610/762/78-10PD E10 610 762 78 13.0 3500 250

HFN-762/762/78-10PD E10 762 762 78 16.2 4370 250

HFN-915/915/78-10PD E10 915 915 78 23.4 6300 250

HFN-915/1220/78-10PD E10 915 1220 78 31.2 8400 250

 E11

HFN-305/305/78-11PD E11 305 305 78 2.6 600 250

HFN-457/457/78-11PD E11 457 457 78 5.8 1350 250
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth
(mm)

HFN-457/610/78-11PD E11 457 610 78 7.8 1800 250

HFN-305/610/78-11PD E11 305 610 78 5.2 1200 250

HFN-610/610/78-11PD E11 610 610 78 10.4 2400 250

HFN-610/915/78-11PD E11 610 915 78 15.6 3600 250

HFN-610/1220/78-11PD E11 610 1220 78 20.8 4800 250

HFN-610/1524/78-11PD E11 610 1524 78 26.0 6000 250

HFN-610/1830/78-11PD E11 610 1830 78 31.2 7200 250

HFN-610/762/78-11PD E11 610 762 78 13.0 3000 250

HFN-762/762/78-11PD E11 762 762 78 16.2 3750 250

HFN-915/915/78-11PD E11 915 915 78 23.4 5400 250

HFN-915/1220/78-11PD E11 915 1220 78 31.2 7200 250

 E12

HFN-305/305/78-12PD E12 305 305 78 2.6 375 250

HFN-457/457/78-12PD E12 457 457 78 5.8 840 250

HFN-457/610/78-12PD E12 457 610 78 7.8 1120 250

HFN-305/610/78-12PD E12 305 610 78 5.2 750 250

HFN-610/610/78-12PD E12 610 610 78 10.4 1500 250

HFN-610/915/78-12PD E12 610 915 78 15.6 2250 250

HFN-610/1220/78-12PD E12 610 1220 78 20.8 3000 250

HFN-610/1524/78-12PD E12 610 1524 78 26.0 3750 250

HFN-610/1830/78-12PD E12 610 1830 78 31.2 4500 250

HFN-610/762/78-12PD E12 610 762 78 13.0 1870 250

HFN-762/762/78-12PD E12 762 762 78 16.2 2340 250

HFN-915/915/78-12PD E12 915 915 78 23.4 3375 250

HFN-915/1220/78-12PD E12 915 1220 78 31.2 4500 250

 H13

HFN-305/305/78-13PD H13 305 305 78 2.6 310 250

HFN-457/457/78-13PD H13 457 457 78 5.8 700 250

HFN-457/610/78-13PD H13 457 610 78 7.8 930 250

HFN-305/610/78-13PD H13 305 610 78 5.2 625 250

HFN-610/610/78-13PD H13 610 610 78 10.4 1250 250

HFN-610/915/78-13PD H13 610 915 78 15.6 1850 250

HFN-610/1220/78-13PD H13 610 1220 78 20.8 2500 250

HFN-610/1524/78-13PD H13 610 1524 78 26.0 3100 250

HFN-610/1830/78-13PD H13 610 1830 7 31.2 3750 250

HFN SERIES  MDF 78 mm
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**** According to EN 1822

EPA, HEPA & ULPA FILTERS

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth 
(mm)

HFN-610/762/78-13PD H13 610 762 78 13.0 1550 250

HFN-762/762/78-13PD H13 762 762 78 16.2 1950 250

HFN-915/915/78-13PD H13 915 915 78 23.4 2800 250

HFN-915/1220/78-13PD H13 915 1220 78 31.2 3750 250

 H14

HFN-305/305/78-14PD H14 305 305 78 2.6 275 250

HFN-457/457/78-14PD H14 457 457 78 5.8 610 250

HFN-457/610/78-14PD H14 457 610 78 7.8 820 250

HFN-305/610/78-14PD H14 305 610 78 5.2 550 250

HFN-610/610/78-14PD H14 610 610 78 10.4 1100 250

HFN-610/915/78-14PD H14 610 915 78 15.6 1650 250

HFN-610/1220/78-14PD H14 610 1220 78 20.8 2200 250

HFN-610/1524/78-14PD H14 610 1524 78 26.0 2750 250

HFN-610/1830/78-14PD H14 610 1830 78 31.2 3300 250

HFN-610/762/78-14PD H14 610 762 78 13.0 1370 250

HFN-762/762/78-14PD H14 762 762 78 16.2 1700 250

HFN-915/915/78-14PD H14 915 915 78 23.4 2470 250

HFN-915/1220/78-14PD H14 915 1220 78 31.2 3300 250

HFN SERIES  MDF 78 mm
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

HFN SERIES  GEL SEAL 73 mm

Applications
• Air conditioning systems 
	 (Hospitals, Laboratories, Museums)

• Industrial processes 
	 (Pharmaceutical, Food, Microelectronics)

Advantages
• HFN product line fully meets 
	 the requirements for VDI 6022

Media Microglass Fiber

Frame Extruded Anodized Aluminium

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-U15

Gasket Gel

Protection Grids Powder Coated Metal on
Both Sides

Separators Hotmelt

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
(mm)

Height
(mm)

Depth
(mm)

 E10

HFN-305/305/73-10APJ2G E10 305 305 73 2.6 150 50

HFN-457/457/73-10APJ2G E10 457 457 73 5.8 335 50

HFN-457/610/73-10APJ2G E10 457 610 73 7.8 450 50

HFN-305/610/73-10APJ2G E10 305 610 73 5.2 300 50

HFN-610/610/73-10APJ2G E10 610 610 73 10.4 600 50

HFN-610/915/73-10APJ2G E10 610 915 73 15.6 900 50

HFN-610/1220/73-10APJ2G E10 610 1220 73 20.8 1200 50

HFN-610/1524/73-10APJ2G E10 610 1524 73 26.0 1500 50

HFN-610/1830/73-10APJ2G E10 610 1830 73 31.2 1800 50

HFN-610/762/73-10APJ2G E10 610 762 73 13.0 750 50

HFN-762/762/73-10APJ2G E10 762 762 73 16.2 935 50

HFN-915/915/73-10APJ2G E10 915 915 73 23.4 1350 50

HFN-915/1220/73-10APJ2G E10 915 1220 73 31.2 1800 50

 E11

HFN-305/305/73-11APJ2G E11 305 305 73 2.6 150 70

HFN-457/457/73-11APJ2G E11 457 457 73 5.8 335 70

73 mm

73 mm Aluminium Profile View
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**** According to EN 1822

EPA, HEPA & ULPA FILTERS

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
(mm)

Height
(mm)

Depth
(mm)

HFN-457/610/73-11APJ2G E11 457 610 73 7.8 450 70

HFN-305/610/73-11APJ2G E11 305 610 73 5.2 300 70

HFN-610/610/73-11APJ2G E11 610 610 73 10.4 600 70

HFN-610/915/73-11APJ2G E11 610 915 73 15.6 900 70

HFN-610/1220/73-11APJ2G E11 610 1220 73 20.8 1200 70

HFN-610/1524/73-11APJ2G E11 610 1524 73 26.0 1500 70

HFN-610/1830/73-11APJ2G E11 610 1830 73 31.2 1800 70

HFN-610/762/73-11APJ2G E11 610 762 73 13.0 750 70

HFN-762/762/73-11APJ2G E11 762 762 73 16.2 935 70

HFN-915/915/73-11APJ2G E11 915 915 73 23.4 1350 70

HFN-915/1220/73-11APJ2G E11 915 1220 73 31.2 1800 70

 E12

HFN-305/305/73-12APJ2G E12 305 305 73 2.6 150 95

HFN-457/457/73-12APJ2G E12 457 457 73 5.8 335 95

HFN-457/610/73-12APJ2G E12 457 610 73 7.8 450 95

HFN-305/610/73-12APJ2G E12 305 610 73 5.2 300 95

HFN-610/610/73-12APJ2G E12 610 610 73 10.4 600 95

HFN-610/915/73-12APJ2G E12 610 915 73 15.6 900 95

HFN-610/1220/73-12APJ2G E12 610 1220 73 20.8 1200 95

HFN-610/1524/73-12APJ2G E12 610 1524 73 26.0 1500 95

HFN-610/1830/73-12APJ2G E12 610 1830 73 31.2 1800 95

HFN-610/762/73-12APJ2G E12 610 762 73 13.0 750 95

HFN-762/762/73-12APJ2G E12 762 762 73 16.2 935 95

HFN-915/915/73-12APJ2G E12 915 915 73 23.4 1350 95

HFN-915/1220/73-12APJ2G E12 915 1220 73 31.2 1800 95

 H13

HFN-305/305/73-13APJ2G H13 305 305 73 2.6 150 110

HFN-457/457/73-13APJ2G H13 457 457 73 5.8 335 110

HFN-457/610/73-13APJ2G H13 457 610 73 7.8 450 110

HFN-305/610/73-13APJ2G H13 305 610 73 5.2 300 110

HFN-610/610/73-13APJ2G H13 610 610 73 10.4 600 110

HFN-610/915/73-13APJ2G H13 610 915 73 15.6 900 110

HFN-610/1220/73-13APJ2G H13 610 1220 73 20.8 1200 110

HFN-610/1524/73-13APJ2G H13 610 1524 73 26.0 1500 110

HFN-610/1830/73-13APJ2G H13 610 1830 73 31.2 1800 110

HFN SERIES  GEL SEAL 73 mm
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

HFN SERIES  GEL SEAL 73 mm

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
(mm)

Height
(mm)

Depth
(mm)

HFN-610/762/73-13APJ2G H13 610 762 73 13.0 750 110

HFN-762/762/73-13APJ2G H13 762 762 73 16.2 935 110

HFN-915/915/73-13APJ2G H13 915 915 73 23.4 1350 110

HFN-915/1220/73-13APJ2G H13 915 1220 73 31.2 1800 110

 H14

HFN-305/305/73-14APJ2G H14 305 305 73 2.6 150 120

HFN-457/457/73-14APJ2G H14 457 457 73 5.8 335 120

HFN-457/610/73-14APJ2G H14 457 610 73 7.8 450 120

HFN-305/610/73-14APJ2G H14 305 610 73 5.2 300 120

HFN-610/610/73-14APJ2G H14 610 610 73 10.4 600 120

HFN-610/915/73-14APJ2G H14 610 915 73 15.6 900 120

HFN-610/1220/73-14APJ2G H14 610 1220 73 20.8 1200 120

HFN-610/1524/73-14APJ2G H14 610 1524 73 26.0 1500 120

HFN-610/1830/73-14APJ2G H14 610 1830 73 31.2 1800 120

HFN-610/762/73-14APJ2G H14 610 762 73 13.0 750 120

HFN-762/762/73-14APJ2G H14 762 762 73 16.2 935 120

HFN-915/915/73-14APJ2G H14 915 915 73 23.4 1350 120

HFN-915/1220/73-14APJ2G H14 915 1220 73 31.2 1800 120

 U15

HFN-305/305/73-15APJ2G U15 305 305 73 2.6 150 140

HFN-457/457/73-15APJ2G U15 457 457 73 5.8 335 140

HFN-457/610/73-15APJ2G U15 457 610 73 7.8 450 140

HFN-305/610/73-15APJ2G U15 305 610 73 5.2 300 140

HFN-610/610/73-15APJ2G U15 610 610 73 10.4 600 140

HFN-610/915/73-15APJ2G U15 610 915 73 15.6 900 140

HFN-610/1220/73-15APJ2G U15 610 1220 73 20.8 1200 140

HFN-610/1524/73-15APJ2G U15 610 1524 73 26.0 1500 140

HFN-610/1830/73-15APJ2G U15 610 1830 73 31.2 1800 140

HFN-610/762/73-15APJ2G U15 610 762 73 13.0 750 140

HFN-762/762/73-15APJ2G U15 762 762 73 16.2 935 140

HFN-915/915/73-15APJ2G U15 915 915 73 23.4 1350 140

HFN-915/1220/73-15APJ2G U15 915 1220 73 31.2 1800 140
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**** According to EN 1822

EPA, HEPA & ULPA FILTERSHFN SERIES  GEL SEAL 80 mm

Applications
• Air conditioning systems 
	 (Hospitals, Laboratories, Museums)

• Industrial processes 
	 (Pharmaceutical, Food, Microelectronics)

Advantages
• HFN product line fully meets 
	 the requirements for VDI 6022

Media Microglass Fiber

Frame Extruded Anodized Aluminium

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-U15

Gasket Gel

Protection Grids Powder Coated Metal on
Both Sides

Separators Hotmelt

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
(mm)

Height
(mm)

Depth
(mm)

 E10

HFN-305/305/80-10APJ2G E10 305 305 80 2.6 150 50

HFN-457/457/80-10APJ2G E10 457 457 80 5.8 335 50

HFN-457/610/80-10APJ2G E10 457 610 80 7.8 450 50

HFN-305/610/80-10APJ2G E10 305 610 80 5.2 300 50

HFN-610/610/80-10APJ2G E10 610 610 80 10.4 600 50

HFN-610/915/80-10APJ2G E10 610 915 80 15.6 900 50

HFN-610/1220/80-10APJ2G E10 610 1220 80 20.8 1200 50

HFN-610/1524/80-10APJ2G E10 610 1524 80 26.0 1500 50

HFN-610/1830/80-10APJ2G E10 610 1830 80 31.2 1800 50

HFN-610/762/80-10APJ2G E10 610 762 80 13.0 750 50

HFN-762/762/80-10APJ2G E10 762 762 80 16.2 935 50

HFN-915/915/80-10APJ2G E10 915 915 80 23.4 1350 50

HFN-915/1220/80-10APJ2G E10 915 1220 80 31.2 1800 50

 E11

HFN-305/305/80-11APJ2G E11 305 305 80 2.6 150 70

HFN-457/457/80-11APJ2G E11 457 457 80 5.8 335 70

80 mm Aluminium Profile View

80 mm
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
(mm)

Height
(mm)

Depth
(mm)

HFN-457/610/80-11APJ2G E11 457 610 80 7.8 450 70

HFN-305/610/80-11APJ2G E11 305 610 80 5.2 300 70

HFN-610/610/80-11APJ2G E11 610 610 80 10.4 600 70

HFN-610/915/80-11APJ2G E11 610 915 80 15.6 900 70

HFN-610/1220/80-11APJ2G E11 610 1220 80 20.8 1200 70

HFN-610/1524/80-11APJ2G E11 610 1524 80 26.0 1500 70

HFN-610/1830/80-11APJ2G E11 610 1830 80 31.2 1800 70

HFN-610/762/80-11APJ2G E11 610 762 80 13.0 750 70

HFN-762/762/80-11APJ2G E11 762 762 80 16.2 935 70

HFN-915/915/80-11APJ2G E11 915 915 80 23.4 1350 70

HFN-915/1220/80-11APJ2G E11 915 1220 80 31.2 1800 70

 E12

HFN-305/305/80-12APJ2G E12 305 305 80 2.6 150 95

HFN-457/457/80-12APJ2G E12 457 457 80 5.8 335 95

HFN-457/610/80-12APJ2G E12 457 610 80 7.8 450 95

HFN-305/610/80-12APJ2G E12 305 610 80 5.2 300 95

HFN-610/610/80-12APJ2G E12 610 610 80 10.4 600 95

HFN-610/915/80-12APJ2G E12 610 915 80 15.6 900 95

HFN-610/1220/80-12APJ2G E12 610 1220 80 20.8 1200 95

HFN-610/1524/80-12APJ2G E12 610 1524 80 26.0 1500 95

HFN-610/1830/80-12APJ2G E12 610 1830 80 31.2 1800 95

HFN-610/762/80-12APJ2G E12 610 762 80 13.0 750 95

HFN-762/762/80-12APJ2G E12 762 762 80 16.2 935 95

HFN-915/915/80-12APJ2G E12 915 915 80 23.4 1350 95

HFN-915/1220/80-12APJ2G E12 915 1220 80 31.2 1800 95

 H13

HFN-305/305/80-13APJ2G H13 305 305 80 2.6 150 110

HFN-457/457/80-13APJ2G H13 457 457 80 5.8 335 110

HFN-457/610/80-13APJ2G H13 457 610 80 7.8 450 110

HFN-305/610/80-13APJ2G H13 305 610 80 5.2 300 110

HFN-610/610/80-13APJ2G H13 610 610 80 10.4 600 110

HFN-610/915/80-13APJ2G H13 610 915 80 15.6 900 110

HFN-610/1220/80-13APJ2G H13 610 1220 80 20.8 1200 110

HFN-610/1524/80-13APJ2G H13 610 1524 80 26.0 1500 110

HFN-610/1830/80-13APJ2G H13 610 1830 80 31.2 1800 110

HFN SERIES  GEL SEAL 80 mm
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**** According to EN 1822

EPA, HEPA & ULPA FILTERSHFN SERIES  GEL SEAL 80 mm

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
(mm)

Height
(mm)

Depth
(mm)

HFN-610/762/80-13APJ2G H13 610 762 80 13.0 750 110

HFN-762/762/80-13APJ2G H13 762 762 80 16.2 935 110

HFN-915/915/80-13APJ2G H13 915 915 80 23.4 1350 110

HFN-915/1220/80-13APJ2G H13 915 1220 80 31.2 1800 110

 H14

HFN-305/305/80-14APJ2G H14 305 305 80 2.6 150 120

HFN-457/457/80-14APJ2G H14 457 457 80 5.8 335 120

HFN-457/610/80-14APJ2G H14 457 610 80 7.8 450 120

HFN-305/610/80-14APJ2G H14 305 610 80 5.2 300 120

HFN-610/610/80-14APJ2G H14 610 610 80 10.4 600 120

HFN-610/915/80-14APJ2G H14 610 915 80 15.6 900 120

HFN-610/1220/80-14APJ2G H14 610 1220 80 20.8 1200 120

HFN-610/1524/80-14APJ2G H14 610 1524 80 26.0 1500 120

HFN-610/1830/80-14APJ2G H14 610 1830 80 31.2 1800 120

HFN-610/762/80-14APJ2G H14 610 762 80 13.0 750 120

HFN-762/762/80-14APJ2G H14 762 762 80 16.2 935 120

HFN-915/915/80-14APJ2G H14 915 915 80 23.4 1350 120

HFN-915/1220/80-14APJ2G H14 915 1220 80 31.2 1800 120

 U15

HFN-305/305/80-15APJ2G U15 305 305 80 2.6 150 140

HFN-457/457/80-15APJ2G U15 457 457 80 5.8 335 140

HFN-457/610/80-15APJ2G U15 457 610 80 7.8 450 140

HFN-305/610/80-15APJ2G U15 305 610 80 5.2 300 140

HFN-610/610/80-15APJ2G U15 610 610 80 10.4 600 140

HFN-610/915/80-15APJ2G U15 610 915 80 15.6 900 140

HFN-610/1220/80-15APJ2G U15 610 1220 80 20.8 1200 140

HFN-610/1524/80-15APJ2G U15 610 1524 80 26.0 1500 140

HFN-610/1830/80-15APJ2G U15 610 1830 80 31.2 1800 140

HFN-610/762/80-15APJ2G U15 610 762 80 13.0 750 140

HFN-762/762/80-15APJ2G U15 762 762 80 16.2 935 140

HFN-915/915/80-15APJ2G U15 915 915 80 23.4 1350 140

HFN-915/1220/80-15APJ2G U15 915 1220 80 31.2 1800 140



www.mikropor.com116

EPA, HEPA & ULPA FILTERS

**** According to EN 1822

HFP SERIES  GEL SEAL 88 mm

Applications
• Air conditioning systems 
	 (Hospitals, Laboratories, Museums)

• Industrial processes 
	 (Pharmaceutical, Food, Microelectronics)

Advantages
• HFP product line fully meets 
	 the requirements for VDI 6022

Media Microglass Fiber

Frame Extruded Anodized Aluminium

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-U15

Gasket Gel

Protection Grids Powder Coated Metal on
Both Sides

Separators Hotmelt

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth 
(mm)

 E10

HFP-348/348/88-10APJ2G E10 348 348 88 3.1 150 35

HFP-500/500/88-10APJ2G E10 500 500 88 7.0 335 35

HFP-500/653/88-10APJ2G E10 500 653 88 9.4 450 35

HFP-348/653/88-10APJ2G E10 348 653 88 6.2 300 35

HFP-653/653/88-10APJ2G E10 653 653 88 12.5 600 35

HFP-653/958/88-10APJ2G E10 653 958 88 18.7 900 35

HFP-653/1263/88-10APJ2G E10 653 1263 88 25.0 1200 35

HFP-653/1567/88-10APJ2G E10 653 1567 88 31.2 1500 35

HFP-653/1873/88-10APJ2G E10 653 1873 88 37.5 1800 35

HFP-653/805/88-10APJ2G E10 653 805 88 15.6 750 35

HFP-805/805/88-10APJ2G E10 805 805 88 19.5 935 35

HFP-958/958/88-10APJ2G E10 958 958 88 28.1 1350 35

HFP-958/1263/88-10APJ2G E10 958 1263 88 37.5 1800 35

 E11

HFP-348/348/88-11APJ2G E11 348 348 88 3.1 150 45

HFP-500/500/88-11APJ2G E11 500 500 88 7.0 335 45

88 mm Aluminium Profile View

88 mm
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**** According to EN 1822

EPA, HEPA & ULPA FILTERS

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
(mm)

Height
(mm)

Depth 
(mm)

HFP-500/653/88-11APJ2G E11 500 653 88 9.4 450 45

HFP-348/653/88-11APJ2G E11 348 653 88 6.2 300 45

HFP-653/653/88-11APJ2G E11 653 653 88 12.5 600 45

HFP-653/958/88-11APJ2G E11 653 958 88 18.7 900 45

HFP-653/1263/88-11APJ2G E11 653 1263 88 25.0 1200 45

HFP-653/1567/88-11APJ2G E11 653 1567 88 31.2 1500 45

HFP-653/1873/88-11APJ2G E11 653 1873 88 37.5 1800 45

HFP-653/805/88-11APJ2G E11 653 805 88 15.6 750 45

HFP-805/805/88-11APJ2G E11 805 805 88 19.5 935 45

HFP-958/958/88-11APJ2G E11 958 958 88 28.1 1350 45

HFP-958/1263/88-11APJ2G E11 958 1263 88 37.5 1800 45

 E12

HFP-348/348/88-12APJ2G E12 348 348 88 3.1 150 75

HFP-500/500/88-12APJ2G E12 500 500 88 7.0 335 75

HFP-500/653/88-12APJ2G E12 500 653 88 9.4 450 75

HFP-348/653/88-12APJ2G E12 348 653 88 6.2 300 75

HFP-653/653/88-12APJ2G E12 653 653 88 12.5 600 75

HFP-653/958/88-12APJ2G E12 653 958 88 18.7 900 75

HFP-653/1263/88-12APJ2G E12 653 1263 88 25.0 1200 75

HFP-653/1567/88-12APJ2G E12 653 1567 88 31.2 1500 75

HFP-653/1873/88-12APJ2G E12 653 1873 88 37.5 1800 75

HFP-653/805/88-12APJ2G E12 653 805 88 15.6 750 75

HFP-805/805/88-12APJ2G E12 805 805 88 19.5 935 75

HFP-958/958/88-12APJ2G E12 958 958 88 28.1 1350 75

HFP-958/1263/88-12APJ2G E12 958 1263 88 37.5 1800 75

 H13

HFP-348/348/88-13APJ2G H13 348 348 88 3.1 150 90

HFP-500/500/88-13APJ2G H13 500 500 88 7.0 335 90

HFP-500/653/88-13APJ2G H13 500 653 88 9.4 450 90

HFP-348/653/88-13APJ2G H13 348 653 88 6.2 300 90

HFP-653/653/88-13APJ2G H13 653 653 88 12.5 600 90

HFP-653/958/88-13APJ2G H13 653 958 88 18.7 900 90

HFP-653/1263/88-13APJ2G H13 653 1263 88 25.0 1200 90

HFP-653/1567/88-13APJ2G H13 653 1567 88 31.2 1500 90

HFP-653/1873/88-13APJ2G H13 653 1873 88 37.5 1800 90

HFP SERIES  GEL SEAL 88 mm
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

HFP SERIES  GEL SEAL 88 mm

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth 
(mm)

HFP-653/805/88-13APJ2G H13 653 805 88 15.6 750 90

HFP-805/805/88-13APJ2G H13 805 805 88 19.5 935 90

HFP-958/958/88-13APJ2G H13 958 958 88 28.1 1350 90

HFP-958/1263/88-13APJ2G H13 958 1263 88 37.5 1800 90

 H14

HFP-348/348/88-14APJ2G H14 348 348 88 3.1 150 100

HFP-500/500/88-14APJ2G H14 500 500 88 7.0 335 100

HFP-500/653/88-14APJ2G H14 500 653 88 9.4 450 100

HFP-348/653/88-14APJ2G H14 348 653 88 6.2 300 100

HFP-653/653/88-14APJ2G H14 653 653 88 12.5 600 100

HFP-653/958/88-14APJ2G H14 653 958 88 18.7 900 100

HFP-653/1263/88-14APJ2G H14 653 1263 88 25.0 1200 100

HFP-653/1567/88-14APJ2G H14 653 1567 88 31.2 1500 100

HFP-653/1873/88-14APJ2G H14 653 1873 88 37.5 1800 100

HFP-653/805/88-14APJ2G H14 653 805 88 15.6 750 100

HFP-805/805/88-14APJ2G H14 805 805 88 19.5 935 100

HFP-958/958/88-14APJ2G H14 958 958 88 28.1 1350 100

HFP-958/1263/88-14APJ2G H14 958 1263 88 37.5 1800 100

 U15

HFP-348/348/88-15APJ2G U15 348 348 88 3.1 150 120

HFP-500/500/88-15APJ2G U15 500 500 88 7.0 335 120

HFP-500/653/88-15APJ2G U15 500 653 88 9.4 450 120

HFP-348/653/88-15APJ2G U15 348 653 88 6.2 300 120

HFP-653/653/88-15APJ2G U15 653 653 88 12.5 600 120

HFP-653/958/88-15APJ2G U15 653 958 88 18.7 900 120

HFP-653/1263/88-15APJ2G U15 653 1263 88 25.0 1200 120

HFP-653/1567/88-15APJ2G U15 653 1567 88 31.2 1500 120

HFP-653/1873/88-15APJ2G U15 653 1873 88 37.5 1800 120

HFP-653/805/88-15APJ2G U15 653 805 88 15.6 750 120

HFP-805/805/88-15APJ2G U15 805 805 88 19.5. 935 120

HFP-958/958/88-15APJ2G U15 958 958 88 28.1 1350 120

HFP-958/1263/88-15APJ2G U15 958 1263 88 37.5 1800 120
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**** According to EN 1822

EPA, HEPA & ULPA FILTERSHFP SERIES  GEL SEAL 104 mm

Applications
• Air conditioning systems 
	 (Hospitals, Laboratories, Museums)

• Industrial processes 
	 (Pharmaceutical, Food, Microelectronics)

Advantages
• HFP product line fully meets 
	 the requirements for VDI 6022

Media Microglass Fiber

Frame Extruded Anodized Aluminium

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-U15

Gasket Gel

Protection Grids Powder Coated Metal on
Both Sides

Separators Hotmelt

Part Number     
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth 
(mm)

 E10

HFP-305/305/104-10APJ2G E10 305 305 104 3.1 150 35

HFP-457/457/104-10APJ2G E10 457 457 104 7.0 335 35

HFP-457/610/104-10APJ2G E10 457 610 104 9.4 450 35

HFP-305/610/104-10APJ2G E10 305 610 104 6.2 300 35

HFP-610/610/104-10APJ2G E10 610 610 104 12.5 600 35

HFP-610/915/104-10APJ2G E10 610 915 104 18.7 900 35

HFP-610/1220/104-10APJ2G E10 610 1220 104 25.0 1200 35

HFP-610/1524/104-10APJ2G E10 610 1524 104 31.2 1500 35

HFP-610/1830/104-10APJ2G E10 610 1830 104 37.5 1800 35

HFP-610/762/104-10APJ2G E10 610 762 104 15.6 750 35

HFP-762/762/104-10APJ2G E10 762 762 104 19.5 935 35

HFP-915/915/104-10APJ2G E10 915 915 104 28.1 1350 35

HFP-915/1220/104-10APJ2G E10 915 1220 104 37.5 1800 35

 E11

HFP-305/305/104-11APJ2G E11 305 305 104 3.1 150 45

HFP-457/457/104-11APJ2G E11 457 457 104 7.0 335 45

104 mm Aluminium Profile View

104 mm
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth 
(mm)

HFP-457/610/104-11APJ2G E11 457 610 104 9.4 450 45

HFP-305/610/104-11APJ2G E11 305 610 104 6.2 300 45

HFP-610/610/104-11APJ2G E11 610 610 104 12.5 600 45

HFP-610/915/104-11APJ2G E11 610 915 104 18.7 900 45

HFP-610/1220/104-11APJ2G E11 610 1220 104 25.0 1200 45

HFP-610/1524/104-11APJ2G E11 610 1524 104 31.2 1500 45

HFP-610/1830/104-11APJ2G E11 610 1830 104 37.5 1800 45

HFP-610/762/104-11APJ2G E11 610 762 104 15.6 750 45

HFP-762/762/104-11AJP2G E11 762 762 104 19.5 935 45

HFP-915/915/104-11APJ2G E11 915 915 104 28.1 1350 45

HFP-915/1220/104-11APJ2G E11 915 1220 104 37.5 1800 45

 E12

HFP-305/305/104-12APJ2G E12 305 305 104 3.1 150 75

HFP-457/457/104-12APJ2G E12 457 457 104 7.0 335 75

HFP-457/610/104-12APJ2G E12 457 610 104 9.4 450 75

HFP-305/610/104-12APJ2G E12 305 610 104 6.2 300 75

HFP-610/610/104-12APJ2G E12 610 610 104 12.5 600 75

HFP-610/915/104-12APJ2G E12 610 915 104 18.7 900 75

HFP-610/1220/104-12APJ2G E12 610 1220 104 25.0 1200 75

HFP-610/1524/104-12APJ2G E12 610 1524 104 31.2 1500 75

HFP-610/1830/104-12APJ2G E12 610 1830 104 37.5 1800 75

HFP-610/762/104-12APJ2G E12 610 762 104 15.6 750 75

HFP-762/762/104-12APJ2G E12 762 762 104 19.5 935 75

HFP-915/915/104-12APJ2G E12 915 915 104 28.1 1350 75

HFP-915/1220/104-12APJ2G E12 915 1220 104 37.5 1800 75

 H13

HFP-305/305/104-13APJ2G H13 305 305 104 3.1 150 90

HFP-457/457/104-13APJ2G H13 457 457 104 7.0 335 90

HFP-457/610/104-13APJ2G H13 457 610 104 9.4 450 90

HFP-305/610/104-13APJ2G H13 305 610 104 6.2 300 90

HFP-610/610/104-13APJ2G H13 610 610 104 12.5 600 90

HFP-610/915/104-13APJ2G H13 610 915 104 18.7 900 90

HFP-610/1220/104-13APJ2G H13 610 1220 104 25.0 1200 90

HFP-610/1524/104-13APJ2G H13 610 1524 104 31.2 1500 90

HFP-610/1830/104-13APJ2G H13 610 1830 104 37.5 1800 90

HFP SERIES  GEL SEAL 104 mm
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**** According to EN 1822

EPA, HEPA & ULPA FILTERSHFP SERIES  GEL SEAL 104 mm

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth 
(mm)

HFP-610/762/104-13APJ2G H13 610 762 104 15.6 750 90

HFP-762/762/104-13APJ2G H13 762 762 104 19.5 935 90

HFP-915/915/104-13APJ2G H13 915 915 104 28.1 1350 90

HFP-915/1220/104-13APJ2G H13 915 1220 104 37.5 1800 90

 H14

HFP-305/305/104-14APJ2G H14 305 305 104 3.1 150 100

HFP-457/457/104-14APJ2G H14 457 457 104 7.0 335 100

HFP-457/610/104-14APJ2G H14 457 610 104 9.4 450 100

HFP-305/610/104-14APJ2G H14 305 610 104 6.2 300 100

HFP-610/610/104-14APJ2G H14 610 610 104 12.5 600 100

HFP-610/915/104-14APJ2G H14 610 915 104 18.7 900 100

HFP-610/1220/104-14APJ2G H14 610 1220 104 25.0 1200 100

HFP-610/1524/104-14APJ2G H14 610 1524 104 31.2 1500 100

HFP-610/1830/104-14APJ2G H14 610 1830 104 37.5 1800 100

HFP-610/762/104-14APJ2G H14 610 762 104 15.6 750 100

HFP-762/762/104-14APJ2G H14 762 762 104 19.5 935 100

HFP-915/915/104-14APJ2G H14 915 915 104 28.1 1350 100

HFP-915/1220/104-14APJ2G H14 915 1220 104 37.5 1800 100

 U15

HFP-305/305/104-15APJ2G U15 305 305 104 3.1 150 120

HFP-457/457/104-15APJ2G U15 457 457 104 7.0 335 120

HFP-457/610/104-15APJ2G U15 457 610 104 9.4 450 120

HFP-305/610/104-15APJ2G U15 305 610 104 6.2 300 120

HFP-610/610/104-15APJ2G U15 610 610 104 12.5 600 120

HFP-610/915/104-15APJ2G U15 610 915 104 18.7 900 120

HFP-610/1220/104-15APJ2G U15 610 1220 104 25.0 1200 120

HFP-610/1524/104-15APJ2G U15 610 1524 104 31.2 1500 120

HFP-610/1830/104-15APJ2G U15 610 1830 104 37.5 1800 120

HFP-610/762/104-15APJ2G U15 610 762 104 15.6 750 120

HFP-762/762/104-15APJ2G U15 762 762 104 19.5. 935 120

HFP-915/915/104-15APJ2G U15 915 915 104 28.1 1350 120

HFP-915/1220/104-15APJ2G U15 915 1220 104 37.5 1800 120
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

HFP SERIES  ALUMINIUM PROFILE 90 mm

Applications
• Air conditioning systems 
	 (Hospitals, Laboratories, Museums)

• Industrial processes 
	 (Pharmaceutical, Food, Microelectronics)

Advantages
• HFP product line fully meets 
	 the requirements for VDI 6022

Media Microglass Fiber

Frame Extruded Anodized Aluminium

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-U15

Gasket Half Round Endless
Polyurethane

Protection Grids Powder Coated Metal on
Both Sides

Separators Hotmelt

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth 
(mm)

 E10

HFP-305/305/90-10APD2G E10 305 305 90 3.1 150 35

HFP-457/457/90-10APD2G E10 457 457 90 7.0 335 35

HFP-457/610/90-10APD2G E10 457 610 90 9.4 450 35

HFP-305/610/90-10APD2G E10 305 610 90 6.2 300 35

HFP-610/610/90-10APD2G E10 610 610 90 12.5 600 35

HFP-610/915/90-10APD2G E10 610 915 90 18.7 900 35

HFP-610/1220/90-10APD2G E10 610 1220 90 25.0 1200 35

HFP-610/1524/90-10APD2G E10 610 1524 90 31.2 1500 35

HFP-610/1830/90-10APD2G E10 610 1830 90 37.5 1800 35

HFP-610/762/90-10APD2G E10 610 762 90 15.6 750 35

HFP-762/762/90-10APD2G E10 762 762 90 19.5 935 35

HFP-915/915/90-10APD2G E10 915 915 90 28.1 1350 35

HFP-915/1220/90-10APD2G E10 915 1220 90 37.5 1800 35

 E11

HFP-305/305/90-11APD2G E11 305 305 90 3.1 150 45

HFP-457/457/90-11APD2G E11 457 457 90 7.0 335 45

90 mm

90 mm Aluminium Profile View
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**** According to EN 1822

EPA, HEPA & ULPA FILTERS

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth 
(mm)

HFP-457/610/90-11APD2G E11 457 610 90 9.4 450 45

HFP-305/610/90-11APD2G E11 305 610 90 6.2 300 45

HFP-610/610/90-11APD2G E11 610 610 90 12.5 600 45

HFP-610/915/90-11APD2G E11 610 915 90 18.7 900 45

HFP-610/1220/90-11APD2G E11 610 1220 90 25.0 1200 45

HFP-610/1524/90-11APD2G E11 610 1524 90 31.2 1500 45

HFP-610/1830/90-11APD2G E11 610 1830 90 37.5 1800 45

HFP-610/762/90-11APD2G E11 610 762 90 15.6 750 45

HFP-762/762/90-11APD2G E11 762 762 90 19.5 935 45

HFP-915/915/90-11APD2G E11 915 915 90 28.1 1350 45

HFP-915/1220/90-11APD2G E11 915 1220 90 37.5 1800 45

 E12

HFP-305/305/90-12APD2G E12 305 305 90 3.1 150 75

HFP-457/457/90-12APD2G E12 457 457 90 7.0 335 75

HFP-457/610/90-12APD2G E12 457 610 90 9.4 450 75

HFP-305/610/90-12APD2G E12 305 610 90 6.2 300 75

HFP-610/610/90-12APD2G E12 610 610 90 12.5 600 75

HFP-610/915/90-12APD2G E12 610 915 90 18.7 900 75

HFP-610/1220/90-12APD2G E12 610 1220 90 25.0 1200 75

HFP-610/1524/90-12APD2G E12 610 1524 90 31.2 1500 75

HFP-610/1830/90-12APD2G E12 610 1830 90 37.5 1800 75

HFP-610/762/90-12APD2G E12 610 762 90 15.6 750 75

HFP-762/762/90-12APD2G E12 762 762 90 19.5 935 75

HFP-915/915/90-12APD2G E12 915 915 90 28.1 1350 75

HFP-915/1220/90-12APD2G E12 915 1220 90 37.5 1800 75

 H13

HFP-305/305/90-13APD2G H13 305 305 90 3.1 150 90

HFP-457/457/90-13APD2G H13 457 457 90 7.0 335 90

HFP-457/610/90-13APD2G H13 457 610 90 9.4 450 90

HFP-305/610/90-13APD2G H13 305 610 90 6.2 300 90

HFP-610/610/90-13APD2G H13 610 610 90 12.5 600 90

HFP-610/915/90-13APD2G H13 610 915 90 18.7 900 90

HFP-610/1220/90-13APD2G H13 610 1220 90 25.0 1200 90

HFP-610/1524/90-13APD2G H13 610 1524 90 31.2 1500 90

HFP-610/1830/90-13APD2G H13 610 1830 90 37.5 1800 90

HFP SERIES  ALUMINIUM PROFILE 90 mm
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

HFP SERIES  ALUMINIUM PROFILE 90 mm

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth 
(mm)

HFP-610/762/90-13APD2G H13 610 762 90 15.6 750 90

HFP-762/762/90-13APD2G H13 762 762 90 19.5 935 90

HFP-915/915/90-13APD2G H13 915 915 90 28.1 1350 90

HFP-915/1220/90-13APD2G H13 915 1220 90 37.5 1800 90

 H14

HFP-305/305/90-14APD2G H14 305 305 90 3.1 150 100

HFP-457/457/90-14APD2G H14 457 457 90 7.0 335 100

HFP-457/610/90-14APD2G H14 457 610 90 9.4 450 100

HFP-305/610/90-14APD2G H14 305 610 90 6.2 300 100

HFP-610/610/90-14APD2G H14 610 610 90 12.5 600 100

HFP-610/915/90-14APD2G H14 610 915 90 18.7 900 100

HFP-610/1220/90-14APD2G H14 610 1220 90 25.0 1200 100

HFP-610/1524/90-14APD2G H14 610 1524 90 31.2 1500 100

HFP-610/1830/90-14APD2G H14 610 1830 90 37.5 1800 100

HFP-610/762/90-14APD2G H14 610 762 90 15.6 750 100

HFP-762/762/90-14APD2G H14 762 762 90 19.5 935 100

HFP-915/915/90-14APD2G H14 915 915 90 28.1 1350 100

HFP-915/1220/90-14APD2G H14 915 1220 90 37.5 1800 100

 U15

HFP-305/305/90-15APD2G U15 305 305 90 3.1 150 120

HFP-457/457/90-15APD2G U15 457 457 90 7.0 335 120

HFP-457/610/90-15APD2G U15 457 610 90 9.4 450 120

HFP-305/610/90-15APD2G U15 305 610 90 6.2 300 120

HFP-610/610/90-15APD2G U15 610 610 90 12.5 600 120

HFP-610/915/90-15APD2G U15 610 915 90 18.7 900 120

HFP-610/1220/90-15APD2G U15 610 1220 90 25.0 1200 120

HFP-610/1524/90-15APD2G U15 610 1524 90 31.2 1500 120

HFP-610/1830/90-15APD2G U15 610 1830 90 37.5 1800 120

HFP-610/762/90-15APD2G U15 610 762 90 15.6 750 120

HFP-762/762/90-15APD2G U15 762 762 90 19.5. 935 120

HFP-915/915/90-15APD2G U15 915 915 90 28.1 1350 120

HFP-915/1220/90-15APD2G U15 915 1220 90 37.5 1800 120
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**** According to EN 1822

EPA, HEPA & ULPA FILTERSHFN SERIES  ALUMINIUM PROFILE 150 mm

Applications
• Air conditioning systems 
	 (Hospitals, Laboratories, Museums)

• Industrial processes 
	 (Pharmaceutical, Food, Microelectronics)

Advantages
• HFN product line fully meets 
	 the requirements for VDI 6022

Media Microglass Fiber

Frame Extruded Anodized Aluminium

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-H14

Gasket Half Round Endless 
Polyurethane

Protection Grids Powder Coated Metal on
Both Sides

Separators Hotmelt

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth 
(mm)

 E10

HFN-305/305/150-10APD2G E10 305 305 150 2.6 150 50

HFN-457/457/150-10APD2G E10 457 457 150 5.8 335 50

HFN-457/610/150-10APD2G E10 457 610 150 7.8 450 50

HFN-305/610/150-10APD2G E10 305 610 150 5.2 300 50

HFN-610/610/150-10APD2G E10 610 610 150 10.4 600 50

HFN-610/915/150-10APD2G E10 610 915 150 15.6 900 50

HFN-610/1220/150-10APD2G E10 610 1220 150 20.8 1200 50

HFN-610/1524/150-10APD2G E10 610 1524 150 26.0 1500 50

HFN-610/1830/150-10APD2G E10 610 1830 150 31.2 1800 50

HFN-610/762/150-10APD2G E10 610 762 150 13.0 750 50

HFN-762/762/150-10APD2G E10 762 762 150 16.2 935 50

HFN-915/915/150-10APD2G E10 915 915 150 23.4 1350 50

HFN-915/1220/150-10APD2G E10 915 1220 150 31.2 1800 50

 E11

HFN-305/305/150-11APD2G E11 305 305 150 2.6 150 70

HFN-457/457/150-11APD2G E11 457 457 150 5.8 335 70

150 mm

150 mm Aluminium Profile View
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth
 (mm)

HFN-457/610/150-11APD2G E11 457 610 150 7.8 450 70

HFN-305/610/150-11APD2G E11 305 610 150 5.2 300 70

HFN-610/610/150-11APD2G E11 610 610 150 10.4 600 70

HFN-610/915/150-11APD2G E11 610 915 150 15.6 900 70

HFN-610/1220/150-11APD2G E11 610 1220 150 20.8 1200 70

HFN-610/1524/150-11APD2G E11 610 1524 150 26.0 1500 70

HFN-610/1830/150-11APD2G E11 610 1830 150 31.2 1800 70

HFN-610/762/150-11APD2G E11 610 762 150 13.0 750 70

HFN-762/762/150-11APD2G E11 762 762 150 16.2 935 70

HFN-915/915/150-11APD2G E11 915 915 150 23.4 1350 70

HFN-915/1220/150-11APD2G E11 915 1220 150 31.2 1800 70

 E12

HFN-305/305/150-12APD2G E12 305 305 150 2.6 150 95

HFN-457/457/150-12APD2G E12 457 457 150 5.8 335 95

HFN-457/610/150-12APD2G E12 457 610 150 7.8 450 95

HFN-305/610/150-12APD2G E12 305 610 150 5.2 300 95

HFN-610/610/150-12APD2G E12 610 610 150 10.4 600 95

HFN-610/915/150-12APD2G E12 610 915 150 15.6 900 95

HFN-610/1220/150-12APD2G E12 610 1220 150 20.8 1200 95

HFN-610/1524/150-12APD2G E12 610 1524 150 26.0 1500 95

HFN-610/1830/150-12APD2G E12 610 1830 150 31.2 1800 95

HFN-610/762/150-12APD2G E12 610 762 150 13.0 750 95

HFN-762/762/150-12APD2G E12 762 762 150 16.2 935 95

HFN-915/915/150-12APD2G E12 915 915 150 23.4 1350 95

HFN-915/1220/150-12APD2G E12 915 1220 150 31.2 1800 95

 H13

HFN-305/305/150-13APD2G H13 305 305 150 2.6 150 110

HFN-457/457/150-13APD2G H13 457 457 150 5.8 335 110

HFN-457/610/150-13APD2G H13 457 610 150 7.8 450 110

HFN-305/610/150-13APD2G H13 305 610 150 5.2 300 110

HFN-610/610/150-13APD2G H13 610 610 150 10.4 600 110

HFN-610/915/150-13APD2G H13 610 915 150 15.6 900 110

HFN-610/1220/150-13APD2G H13 610 1220 150 20.8 1200 110

HFN-610/1524/150-13APD2G H13 610 1524 150 26.0 1500 110

HFN-610/1830/150-13APD2G H13 610 1830 150 31.2 1800 110

HFN SERIES  ALUMINIUM PROFILE 150 mm
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**** According to EN 1822

EPA, HEPA & ULPA FILTERSHFN SERIES  ALUMINIUM PROFILE 150 mm

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth
(mm)

HFN-610/762/150-13APD2G H13 610 762 150 13.0 750 110

HFN-762/762/150-13APD2G H13 762 762 150 16.2 935 110

HFN-915/915/150-13APD2G H13 915 915 150 23.4 1350 110

HFN-915/1220/150-13APD2G H13 915 1220 150 31.2 1800 110

 H14

HFN-305/305/150-14APD2G H14 305 305 150 2.6 150 120

HFN-457/457/150-14APD2G H14 457 457 150 5.8 335 120

HFN-457/610/150-14APD2G H14 457 610 150 7.8 450 120

HFN-305/610/150-14APD2G H14 305 610 150 5.2 300 120

HFN-610/610/150-14APD2G H14 610 610 150 10.4 600 120

HFN-610/915/150-14APD2G H14 610 915 150 15.6 900 120

HFN-610/1220/150-14APD2G H14 610 1220 150 20.8 1200 120

HFN-610/1524/150-14APD2G H14 610 1524 150 26.0 1500 120

HFN-610/1830/150-14APD2G H14 610 1830 150 31.2 1800 120

HFN-610/762/150-14APD2G H14 610 762 150 13.0 750 120

HFN-762/762/150-14APD2G H14 762 762 150 16.2 935 120

HFN-915/915/150-14APD2G H14 915 915 150 23.4 1350 120

HFN-915/1220/150-14APD2G H14 915 1220 150 31.2 1800 120
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

HFN SERIES  MDF FRAME 150 mm

Applications
• Air conditioning systems 
	 (Hospitals, Laboratories, Museums)

• Industrial processes 
	 (Pharmaceutical, Food, Microelectronics)

Media Microglass Fiber

Frame MDF

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-H14

Gasket Flat Neoprene or Half Round 
Endless Polyurethane

Protection Grids Optional

Separators Hotmelt

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth
(mm)

 E10

HFN-305/305/150-10PD E10 305 305 150 2.6 700 250

HFN-457/457/150-10PD E10 457 457 150 5.8 1570 250

HFN-457/610/150-10PD E10 457 610 150 7.8 2100 250

HFN-305/610/150-10PD E10 305 610 150 5.2 1400 250

HFN-610/610/150-10PD E10 610 610 150 10.4 2800 250

HFN-610/915/150-10PD E10 610 915 150 15.6 4200 250

HFN-610/1220/150-10PD E10 610 1220 150 20.8 5600 250

HFN-610/1524/150-10PD E10 610 1524 150 26.0 7000 250

HFN-610/1830/150-10PD E10 610 1830 150 31.2 8400 250

HFN-610/762/150-10PD E10 610 762 150 13.0 3500 250

HFN-762/762/150-10PD E10 762 762 150 16.2 4370 250

HFN-915/915/150-10PD E10 915 915 150 23.4 6300 250

HFN-915/1220/150-10PD E10 915 1220 150 31.2 8400 250

 E11

HFN-305/305/150-11PD E11 305 305 150 2.6 600 250

HFN-457/457/150-11PD E11 457 457 150 5.8 1350 250



129

**** According to EN 1822

EPA, HEPA & ULPA FILTERS

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth 
(mm)

HFN-457/610/150-11PD E11 457 610 150 7.8 1800 250

HFN-305/610/150-11PD E11 305 610 150 5.2 1200 250

HFN-610/610/150-11PD E11 610 610 150 10.4 2400 250

HFN-610/915/150-11PD E11 610 915 150 15.6 3600 250

HFN-610/1220/150-11PD E11 610 1220 150 20.8 4800 250

HFN-610/1524/150-11PD E11 610 1524 150 26.0 6000 250

HFN-610/1830/150-11PD E11 610 1830 150 31.2 7200 250

HFN-610/762/150-11PD E11 610 762 150 13.0 3000 250

HFN-762/762/150-11PD E11 762 762 150 16.2 3750 250

HFN-915/915/150-11PD E11 915 915 150 23.4 5400 250

HFN-915/1220/150-11PD E11 915 1220 150 31.2 7200 250

 E12

HFN-305/305/150-12PD E12 305 305 150 2.6 375 250

HFN-457/457/150-12PD E12 457 457 150 5.8 840 250

HFN-457/610/150-12PD E12 457 610 150 7.8 1120 250

HFN-305/610/150-12PD E12 305 610 150 5.2 750 250

HFN-610/610/150-12PD E12 610 610 150 10.4 1500 250

HFN-610/915/150-12PD E12 610 915 150 15.6 2250 250

HFN-610/1220/150-12PD E12 610 1220 150 20.8 3000 250

HFN-610/1524/150-12PD E12 610 1524 150 26.0 3750 250

HFN-610/1830/150-12PD E12 610 1830 150 31.2 4500 250

HFN-610/762/150-12PD E12 610 762 150 13.0 1870 250

HFN-762/762/150-12PD E12 762 762 150 16.2 2340 250

HFN-915/915/150-12PD E12 915 915 150 23.4 3375 250

HFN-915/1220/150-12PD E12 915 1220 150 31.2 4500 250

 H13

HFN-305/305/150-13PD H13 305 305 150 2.6 310 250

HFN-457/457/150-13PD H13 457 457 150 5.8 700 250

HFN-457/610/150-13PD H13 457 610 150 7.8 930 250

HFN-305/610/150-13PD H13 305 610 150 5.2 625 250

HFN-610/610/150-13PD H13 610 610 150 10.4 1250 250

HFN-610/915/150-13PD H13 610 915 150 15.6 1850 250

HFN-610/1220/150-13PD H13 610 1220 150 20.8 2500 250

HFN-610/1524/150-13PD H13 610 1524 150 26.0 3100 250

HFN-610/1830/150-13PD H13 610 1830 150 31.2 3750 250

HFN SERIES  MDF FRAME 150 mm
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

HFN SERIES  MDF FRAME 150 mm

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth 
(mm)

HFN-610/762/150-13PD H13 610 762 150 13.0 1550 250

HFN-762/762/150-13PD H13 762 762 150 16.2 1950 250

HFN-915/915/150-13PD H13 915 915 150 23.4 2800 250

HFN-915/1220/150-13PD H13 915 1220 150 31.2 3750 250

 H14

HFN-305/305/150-14PD H14 305 305 150 2.6 275 250

HFN-457/457/150-14PD H14 457 457 150 5.8 610 250

HFN-457/610/150-14PD H14 457 610 150 7.8 820 250

HFN-305/610/150-14PD H14 305 610 150 5.2 550 250

HFN-610/610/150-14PD H14 610 610 150 10.4 1100 250

HFN-610/915/150-14PD H14 610 915 150 15.6 1650 250

HFN-610/1220/150-14PD H14 610 1220 150 20.8 2200 250

HFN-610/1524/150-14PD H14 610 1524 150 26.0 2750 250

HFN-610/1830/150-14PD H14 610 1830 150 31.2 3300 250

HFN-610/762/150-14PD H14 610 762 150 13.0 1370 250

HFN-762/762/150-14PD H14 762 762 150 16.2 1700 250

HFN-915/915/150-14PD H14 915 915 150 23.4 2470 250

HFN-915/1220/150-14PD H14 915 1220 150 31.2 3300 250
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**** According to EN 1822

EPA, HEPA & ULPA FILTERSHFP SERIES  ALUMINIUM PROFILE 150 mm

Applications
• Air conditioning systems 
	 (Hospitals, Laboratories, Museums)

• Industrial processes 
	 (Pharmaceutical, Food, Microelectronics)

Advantages
• HFP product line fully meets 
	 the requirements for VDI 6022

Media Microglass Fiber

Frame Extruded Anodized Aluminium

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-U15

Gasket Half Round Endless 
Polyurethane

Protection Grids Powder Coated Metal on
Both Sides

Separators Hotmelt

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth 
(mm)

 E10

HFP-305/305/150-10APD2G E10 305 305 150 3.1 150 35

HFP-457/457/150-10APD2G E10 457 457 150 7.0 335 35

HFP-457/610/150-10APD2G E10 457 610 150 9.4 450 35

HFP-305/610/150-10APD2G E10 305 610 150 6.2 300 35

HFP-610/610/150-10APD2G E10 610 610 150 12.5 600 35

HFP-610/915/150-10APD2G E10 610 915 150 18.7 900 35

HFP-610/1220/150-10APD2G E10 610 1220 150 25.0 1200 35

HFP-610/1524/150-10APD2G E10 610 1524 150 31.2 1500 35

HFP-610/1830/150-10APD2G E10 610 1830 150 37.5 1800 35

HFP-610/762/150-10APD2G E10 610 762 150 15.6 750 35

HFP-762/762/150-10APD2G E10 762 762 150 19.5 935 35

HFP-915/915/150-10APD2G E10 915 915 150 28.1 1350 35

HFP-915/1220/150-10APD2G E10 915 1220 150 37.5 1800 35

 E11

HFP-305/305/150-11APD2G E11 305 305 150 3.1 150 45

HFP-457/457/150-11APD2G E11 457 457 150 7.0 335 45

150 mm

150 mm Aluminium Profile View
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth 
(mm)

HFP-457/610/150-11APD2G E11 457 610 150 9.4 450 45

HFP-305/610/150-11APD2G E11 305 610 150 6.2 300 45

HFP-610/610/150-11APD2G E11 610 610 150 12.5 600 45

HFP-610/915/150-11APD2G E11 610 915 150 18.7 900 45

HFP-610/1220/150-11APD2G E11 610 1220 150 25.0 1200 45

HFP-610/1524/150-11APD2G E11 610 1524 150 31.2 1500 45

HFP-610/1830/150-11APD2G E11 610 1830 150 37.5 1800 45

HFP-610/762/150-11APD2G E11 610 762 150 15.6 750 45

HFP-762/762/150-11APD2G E11 762 762 150 19.5 935 45

HFP-915/915/150-11APD2G E11 915 915 150 28.1 1350 45

HFP-915/1220/150-11APD2G E11 915 1220 150 37.5 1800 45

 E12

HFP-305/305/150-12APD2G E12 305 305 150 3.1 150 75

HFP-457/457/150-12APD2G E12 457 457 150 7.0 335 75

HFP-457/610/150-12APD2G E12 457 610 150 9.4 450 75

HFP-305/610/150-12APD2G E12 305 610 150 6.2 300 75

HFP-610/610/150-12APD2G E12 610 610 150 12.5 600 75

HFP-610/915/150-12APD2G E12 610 915 150 18.7 900 75

HFP-610/1220/150-12APD2G E12 610 1220 150 25.0 1200 75

HFP-610/1524/150-12APD2G E12 610 1524 150 31.2 1500 75

HFP-610/1830/150-12APD2G E12 610 1830 150 37.5 1800 75

HFP-610/762/150-12APD2G E12 610 762 150 15.6 750 75

HFP-762/762/150-12APD2G E12 762 762 150 19.5 935 75

HFP-915/915/150-12APD2G E12 915 915 150 28.1 1350 75

HFP-915/1220/150-12APD2G E12 915 1220 150 37.5 1800 75

 H13

HFP-305/305/150-13APD2G H13 305 305 150 3.1 150 90

HFP-457/457/150-13APD2G H13 457 457 150 7.0 335 90

HFP-457/610/150-13APD2G H13 457 610 150 9.4 450 90

HFP-305/610/150-13APD2G H13 305 610 150 6.2 300 90

HFP-610/610/150-13APD2G H13 610 610 150 12.5 600 90

HFP-610/915/150-13APD2G H13 610 915 150 18.7 900 90

HFP-610/1220/150-13APD2G H13 610 1220 150 25.0 1200 90

HFP-610/1524/150-13APD2G H13 610 1524 150 31.2 1500 90

HFP-610/1830/150-13APD2G H13 610 1830 150 37.5 1800 90

HFP SERIES  ALUMINIUM PROFILE 150 mm
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**** According to EN 1822

EPA, HEPA & ULPA FILTERSHFP SERIES  ALUMINIUM PROFILE 150 mm

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
 (mm)

Height
(mm)

Depth 
(mm)

HFP-610/762/150-13APD2G H13 610 762 150 15.6 750 90

HFP-762/762/150-13APD2G H13 762 762 150 19.5 935 90

HFP-915/915/150-13APD2G H13 915 915 150 28.1 1350 90

HFP-915/1220/150-13APD2G H13 915 1220 150 37.5 1800 90

 H14

HFP-305/305/150-14APD2G H14 305 305 150 3.1 150 100

HFP-457/457/150-14APD2G H14 457 457 150 7.0 335 100

HFP-457/610/150-14APD2G H14 457 610 150 9.4 450 100

HFP-305/610/150-14APD2G H14 305 610 150 6.2 300 100

HFP-610/610/150-14APD2G H14 610 610 150 12.5 600 100

HFP-610/915/150-14APD2G H14 610 915 150 18.7 900 100

HFP-610/1220/150-14APD2G H14 610 1220 150 25.0 1200 100

HFP-610/1524/150-14APD2G H14 610 1524 150 31.2 1500 100

HFP-610/1830/150-14APD2G H14 610 1830 150 37.5 1800 100

HFP-610/762/150-14APD2G H14 610 762 150 15.6 750 100

HFP-762/762/150-14APD2G H14 762 762 150 19.5 935 100

HFP-915/915/150-14APD2G H14 915 915 150 28.1 1350 100

HFP-915/1220/150-14APD2G H14 915 1220 150 37.5 1800 100

 U15

HFP-305/305/150-15APD2G U15 305 305 150 3.1 150 120

HFP-457/457/150-15APD2G U15 457 457 150 7.0 335 120

HFP-457/610/150-15APD2G U15 457 610 150 9.4 450 120

HFP-305/610/150-15APD2G U15 305 610 150 6.2 300 120

HFP-610/610/150-15APD2G U15 610 610 150 12.5 600 120

HFP-610/915/150-15APD2G U15 610 915 150 18.7 900 120

HFP-610/1220/150-15APD2G U15 610 1220 150 25.0 1200 120

HFP-610/1524/150-15APD2G U15 610 1524 150 31.2 1500 120

HFP-610/1830/150-15APD2G U15 610 1830 150 37.5 1800 120

HFP-610/762/150-15APD2G U15 610 762 150 15.6 750 120

HFP-762/762/150-15APD2G U15 762 762 150 19.5 935 120

HFP-915/915/150-15APD2G U15 915 915 150 28.1 1350 120

HFP-915/1220/150-15APD2G U15 915 1220 150 37.5 1800 120
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

HFP SERIES  MDF FRAME 150 mm

Applications
• Air conditioning systems 
	 (Hospitals, Laboratories, Museums)

• Industrial processes 
	 (Pharmaceutical, Food, Microelectronics)

Media Microglass Fiber

Frame MDF

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-H14

Gasket Flat Neoprene or Half Round 
Endless Polyurethane

Protection Grids Optional

Separators Hotmelt

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth 
(mm)

 E10

HFP-305/305/150-10PD E10 305 305 150 3.1 850 250

HFP-457/457/150-10PD E10 457 457 150 7.0 1900 250

HFP-457/610/150-10PD E10 457 610 150 9.4 2550 250

HFP-305/610/150-10PD E10 305 610 150 6.2 1700 250

HFP-610/610/150-10PD E10 610 610 150 12.5 3400 250

HFP-610/915/150-10PD E10 610 915 150 18.7 5100 250

HFP-610/1220/150-10PD E10 610 1220 150 25.0 6800 250

HFP-610/1524/150-10PD E10 610 1524 150 31.2 8500 250

HFP-610/1830/150-10PD E10 610 1830 150 37.5 10200 250

HFP-610/762/150-10PD E10 610 762 150 15.6 4250 250

HFP-762/762/150-10PD E10 762 762 150 19.5 5300 250

HFP-915/915/150-10PD E10 915 915 150 28.1 7650 250

HFP-915/1220/150-10PD E10 915 1220 150 37.5 10200 250

 E11

HFP-305/305/150-11PD E11 305 305 150 3.1 750 250

HFP-457/457/150-11PD E11 457 457 150 7.0 1680 250
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**** According to EN 1822

EPA, HEPA & ULPA FILTERS

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth
 (mm)

HFP-457/610/150-11PD E11 457 610 150 9.4 2250 250

HFP-305/610/150-11PD E11 305 610 150 6.2 1500 250

HFP-610/610/150-11PD E11 610 610 150 12.5 3000 250

HFP-610/915/150-11PD E11 610 915 150 18.7 4500 250

HFP-610/1220/150-11PD E11 610 1220 150 25.0 6000 250

HFP-610/1524/150-11PD E11 610 1524 150 31.2 7500 250

HFP-610/1830/150-11PD E11 610 1830 150 37.5 9000 250

HFP-610/762/150-11PD E11 610 762 150 15.6 3750 250

HFP-762/762/150-11PD E11 762 762 150 19.5 4680 250

HFP-915/915/150-11PD E11 915 915 150 28.1 6750 250

HFP-915/1220/150-11PD E11 915 1220 150 37.5 9000 250

 E12

HFP-305/305/150-12PD E12 305 305 150 3.1 490 250

HFP-457/457/150-12PD E12 457 457 150 7.0 1100 250

HFP-457/610/150-12PD E12 457 610 150 9.4 1450 250

HFP-305/610/150-12PD E12 305 610 150 6.2 975 250

HFP-610/610/150-12PD E12 610 610 150 12.5 1950 250

HFP-610/915/150-12PD E12 610 915 150 18.7 2920 250

HFP-610/1220/150-12PD E12 610 1220 150 25.0 3900 250

HFP-610/1524/150-12PD E12 610 1524 150 31.2 4870 250

HFP-610/1830/150-12PD E12 610 1830 150 37.5 5850 250

HFP-610/762/150-12PD E12 610 762 150 15.6 2430 250

HFP-762/762/150-12PD E12 762 762 150 19.5 3050 250

HFP-915/915/150-12PD E12 915 915 150 28.1 4390 250

HFP-915/1220/150-12PD E12 915 1220 150 37.5 5850 250

 H13

HFP-305/305/150-13PD H13 305 305 150 3.1 375 250

HFP-457/457/150-13PD H13 457 457 150 7.0 840 250

HFP-457/610/150-13PD H13 457 610 150 9.4 1120 250

HFP-305/610/150-13PD H13 305 610 150 6.2 750 250

HFP-610/610/150-13PD H13 610 610 150 12.5 1500 250

HFP-610/915/150-13PD H13 610 915 150 18.7 2250 250

HFP-610/1220/150-13PD H13 610 1220 150 25.0 3000 250

HFP-610/1524/150-13PD H13 610 1524 150 31.2 3750 250

HFP-610/1830/150-13PD H13 610 1830 150 37.5 4500 250

HFP SERIES  MDF FRAME 150 mm
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth 
(mm)

HFP-610/762/150-13PD H13 610 762 150 15.6 1870 250

HFP-762/762/150-13PD H13 762 762 150 19.5 2350 250

HFP-915/915/150-13PD H13 915 915 150 28.1 3370 250

HFP-915/1220/150-13PD H13 915 1220 150 37.5 4500 250

 H14

HFP-305/305/150-14PD H14 305 305 150 3.1 325 250

HFP-457/457/150-14PD H14 457 457 150 7.0 730 250

HFP-457/610/150-14PD H14 457 610 150 9.4 975 250

HFP-305/610/150-14PD H14 305 610 150 6.2 650 250

HFP-610/610/150-14PD H14 610 610 150 12.5 1300 250

HFP-610/915/150-14PD H14 610 915 150 18.7 1950 250

HFP-610/1220/150-14PD H14 610 1220 150 25.0 2600 250

HFP-610/1524/150-14PD H14 610 1524 150 31.2 3250 250

HFP-610/1830/150-14PD H14 610 1830 150 37.5 3900 250

HFP-610/762/150-14PD H14 610 762 150 15.6 1620 250

HFP-762/762/150-14PD H14 762 762 150 19.5 2030 250

HFP-915/915/150-14PD H14 915 915 150 28.1 2925 250

HFP-915/1220/150-14PD H14 915 1220 150 37.5 3900 250

HFP SERIES  MDF FRAME 150 mm
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**** According to EN 1822

EPA, HEPA & ULPA FILTERSHFS SERIES  ALUMINIUM PROFILE 110 mm

Applications
• Air conditioning systems 
	 (Hospitals, Laboratories, Museums)

• Industrial processes 
	 (Pharmaceutical, Food, Microelectronics)

Advantages
• HFS product line fully meets 
	 the requirements for VDI 6022

Media Microglass Fiber

Frame Extruded Anodized Aluminium

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-U15

Gasket Half Round Endless 
Polyurethane

Protection Grids Powder Coated Metal on
Both Sides

Separators Hotmelt

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth 
(mm)

 E10

HFS-305/305/110-10APD2G E10 305 305 110 4.5 150 30

HFS-457/457/110-10APD2G E10 457 457 110 10.1 335 30

HFS-457/610/110-10APD2G E10 457 610 110 13.5 450 30

HFS-305/610/110-10APD2G E10 305 610 110 9.0 300 30

HFS-610/610/110-10APD2G E10 610 610 110 18.0 600 30

HFS-610/915/110-10APD2G E10 610 915 110 27.0 900 30

HFS-610/1220/110-10APD2G E10 610 1220 110 36.0 1200 30

HFS-610/1524/110-10APD2G E10 610 1524 110 44.9 1500 30

HFS-610/1830/110-10APD2G E10 610 1830 110 54.0 1800 30

HFS-610/762/110-10APD2G E10 610 762 110 22.5 750 30

HFS-762/762/110-10APD2G E10 762 762 110 28.1 935 30

HFS-915/915/110-10APD2G E10 915 915 110 40.5 1350 30

HFS-915/1220/110-10APD2G E10 915 1220 110 54.0 1800 30

 E11

HFS-305/305/110-11APD2G E11 305 305 110 4.5 150 45

HFS-457/457/110-11APD2G E11 457 457 110 10.1 335 45

110 mm

110 mm Aluminium Profile View
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth 
(mm)

HFS-457/610/110-11APD2G E11 457 610 110 13.5 450 45

HFS-305/610/110-11APD2G E11 305 610 110 9.0 300 45

HFS-610/610/110-11APD2G E11 610 610 110 18.0 600 45

HFS-610/915/110-11APD2G E11 610 915 110 27.0 900 45

HFS-610/1220/110-11APD2G E11 610 1220 110 36.0 1200 45

HFS-610/1524/110-11APD2G E11 610 1524 110 44.9 1500 45

HFS-610/1830/110-11APD2G E11 610 1830 110 54.0 1800 45

HFS-610/762/110-11APD2G E11 610 762 110 22.5 750 45

HFS-762/762/110-11APD2G E11 762 762 110 28.1 935 45

HFS-915/915/110-11APD2G E11 915 915 110 40.5 1350 45

HFS-915/1220/110-11APD2G E11 915 1220 110 54.0 1800 45

 E12

HFS-305/305/110-12APD2G E12 305 305 110 4.5 150 60

HFS-457/457/110-12APD2G E12 457 457 110 10.1 335 60

HFS-457/610/110-12APD2G E12 457 610 110 13.5 450 60

HFS-305/610/110-12APD2G E12 305 610 110 9.0 300 60

HFS-610/610/110-12APD2G E12 610 610 110 18.0 600 60

HFS-610/915/110-12APD2G E12 610 915 110 27.0 900 60

HFS-610/1220/110-12APD2G E12 610 1220 110 36.0 1200 60

HFS-610/1524/110-12APD2G E12 610 1524 110 44.9 1500 60

HFS-610/1830/110-12APD2G E12 610 1830 110 54.0 1800 60

HFS-610/762/110-12APD2G E12 610 762 110 22.5 750 60

HFS-762/762/110-12APD2G E12 762 762 110 28.1 935 60

HFS-915/915/110-12APD2G E12 915 915 110 40.5 1350 60

HFS-915/1220/110-12APD2G E12 915 1220 110 54.0 1800 60

 H13

HFS-305/305/110-13APD2G H13 305 305 110 4.5 150 75

HFS-457/457/110-13APD2G H13 457 457 110 10.1 335 75

HFS-457/610/110-13APD2G H13 457 610 110 13.5 450 75

HFS-305/610/110-13APD2G H13 305 610 110 9.0 300 75

HFS-610/610/110-13APD2G H13 610 610 110 18.0 600 75

HFS-610/915/110-13APD2G H13 610 915 110 27.0 900 75

HFS-610/1220/110-13APD2G H13 610 1220 110 36.0 1200 75

HFS-610/1524/110-13APD2G H13 610 1524 110 44.9 1500 75

HFS-610/1830/110-13APD2G H13 610 1830 110 54.0 1800 75

HFS SERIES  ALUMINIUM PROFILE 110 mm
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**** According to EN 1822

EPA, HEPA & ULPA FILTERSHFS SERIES  ALUMINIUM PROFILE 110 mm

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
(mm)

Height
(mm)

Depth 
(mm)

HFS-610/762/110-13APD2G H13 610 762 110 22.5 750 75

HFS-762/762/110-13APD2G H13 762 762 110 28.1 935 75

HFS-915/915/110-13APD2G H13 915 915 110 40.5 1350 75

HFS-915/1220/110-13APD2G H13 915 1220 110 54.0 1800 75

 H14

HFS-305/305/110-14APD2G H14 305 305 110 4.5 150 85

HFS-457/457/110-14APD2G H14 457 457 110 10.1 335 85

HFS-457/610/110-14APD2G H14 457 610 110 13.5 450 85

HFS-305/610/110-14APD2G H14 305 610 110 9.0 300 85

HFS-610/610/110-14APD2G H14 610 610 110 18.0 600 85

HFS-610/915/110-14APD2G H14 610 915 110 27.0 900 85

HFS-610/1220/110-14APD2G H14 610 1220 110 36.0 1200 85

HFS-610/1524/110-14APD2G H14 610 1524 110 44.9 1500 85

HFS-610/1830/110-14APD2G H14 610 1830 110 54.0 1800 85

HFS-610/762/110-14APD2G H14 610 762 110 22.5 750 85

HFS-762/762/110-14APD2G H14 762 762 110 28.1 935 85

HFS-915/915/110-14APD2G H14 915 915 110 40.5 1350 85

HFS-915/1220/110-14APD2G H14 915 1220 110 54.0 1800 85

 U15

HFS-305/305/110-15APD2G U15 305 305 110 4.5 150 100

HFS-457/457/110-15APD2G U15 457 457 110 10.1 335 100

HFS-457/610/110-15APD2G U15 457 610 110 13.5 450 100

HFS-305/610/110-15APD2G U15 305 610 110 9.0 300 100

HFS-610/610/110-15APD2G U15 610 610 110 18.0 600 100

HFS-610/915/110-15APD2G U15 610 915 110 27.0 900 100

HFS-610/1220/110-15APD2G U15 610 1220 110 36.0 1200 100

HFS-610/1524/110-15APD2G U15 610 1524 110 44.9 1500 100

HFS-610/1830/110-15APD2G U15 610 1830 110 54.0 1800 100

HFS-610/762/110-15APD2G U15 610 762 110 22.5 750 100

HFS-762/762/110-15APD2G U15 762 762 110 28.1 935 100

HFS-915/915/110-15APD2G U15 915 915 110 40.5 1350 100

HFS-915/1220/110-15APD2G U15 915 1220 110 54.0 1800 100
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

HFS SERIES  ALUMINIUM PROFILE 150 mm

Applications
• Air conditioning systems 
	 (Hospitals, Laboratories, Museums)

• Industrial processes 
	 (Pharmaceutical, Food, Microelectronics)

Advantages
• HFS product line fully meets 
	 the requirements for VDI 6022

Media Microglass Fiber

Frame Extruded Anodized Aluminium

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-U15

Gasket Half Round Endless 
Polyurethane

Protection Grids Powder Coated Metal on
Both Sides

Separators Hotmelt

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth 
(mm)

 E10

HFS-305/305/150-10APD2G E10 305 305 150 4.5 150 30

HFS-457/457/150-10APD2G E10 457 457 150 10.1 335 30

HFS-457/610/150-10APD2G E10 457 610 150 13.5 450 30

HFS-305/610/150-10APD2G E10 305 610 150 9.0 300 30

HFS-610/610/15010APD2G E10 610 610 150 18.0 600 30

HFS-610/915/150-10APD2G E10 610 915 150 27.0 900 30

HFS-610/1220/150-10APD2G E10 610 1220 150 36.0 1200 30

HFS-610/1524/150-10APD2G E10 610 1524 150 44.9 1500 30

HFS-610/1830/150-10APD2G E10 610 1830 150 54.0 1800 30

HFS-610/762/150-10APD2G E10 610 762 150 22.5 750 30

HFS-762/762/150-10APD2G E10 762 762 150 28.1 935 30

HFS-915/915/150-10APD2G E10 915 915 150 40.5 1350 30

HFS-915/1220/150-10APD2G E10 915 1220 150 54.0 1800 30

 E11

HFS-305/305/150-11APD2G E11 305 305 150 4.5 150 35

HFS-457/457/150-11APD2G E11 457 457 150 10.1 335 35

150 mm

150 mm Aluminium Profile View
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**** According to EN 1822

EPA, HEPA & ULPA FILTERS

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth 
(mm)

HFS-457/610/150-11APD2G E11 457 610 150 13.5 450 35

HFS-305/610/150-11APD2G E11 305 610 150 9.0 300 35

HFS-610/610/15011APD2G E11 610 610 150 18.0 600 35

HFS-610/915/150-11APD2G E11 610 915 150 27.0 900 35

HFS-610/1220/150-11APD2G E11 610 1220 150 36.0 1200 35

HFS-610/1524/150-11APD2G E11 610 1524 150 44.9 1500 35

HFS-610/1830/150-11APD2G E11 610 1830 150 54.0 1800 35

HFS-610/762/150-11APD2G E11 610 762 150 22.5 750 35

HFS-762/762/150-11APD2G E11 762 762 150 28.1 935 35

HFS-915/915/150-11APD2G E11 915 915 150 40.5 1350 35

HFS-915/1220/150-11APD2G E11 915 1220 150 54.0 1800 35

 E12

HFS-305/305/150-12APD2G E12 305 305 150 4.5 150 60

HFS-457/457/150-12APD2G E12 457 457 150 10.1 335 60

HFS-457/610/150-12APD2G E12 457 610 150 13.5 450 60

HFS-305/610/150-12APD2G E12 305 610 150 9.0 300 60

HFS-610/610/15012APD2G E12 610 610 150 18.0 600 60

HFS-610/915/150-12APD2G E12 610 915 150 27.0 900 60

HFS-610/1220/150-12APD2G E12 610 1220 150 36.0 1200 60

HFS-610/1524/150-12APD2G E12 610 1524 150 44.9 1500 60

HFS-610/1830/150-12APD2G E12 610 1830 150 54.0 1800 60

HFS-610/762/150-12APD2G E12 610 762 150 22.5 750 60

HFS-762/762/150-12APD2G E12 762 762 150 28.1 935 60

HFS-915/915/150-12APD2G E12 915 915 150 40.5 1350 60

HFS-915/1220/150-12APD2G E12 915 1220 150 54.0 1800 60

 H13

HFS-305/305/15013APD2G H13 305 305 150 4.5 150 75

HFS-457/457/150-13APD2G H13 457 457 150 10.1 335 75

HFS-457/610/150-13APD2G H13 457 610 150 13.5 450 75

HFS-305/610/150-13APD2G H13 305 610 150 9.0 300 75

HFS-610/610/150-13APD2G H13 610 610 150 18.0 600 75

HFS-610/915/150-13APD2G H13 610 915 150 27.0 900 75

HFS-610/1220/150-13APD2G H13 610 1220 150 36.0 1200 75

HFS-610/1524/150-13APD2G H13 610 1524 150 44.9 1500 75

HFS-610/1830/150-13APD2G H13 610 1830 150 54.0 1800 75

HFS SERIES  ALUMINIUM PROFILE 150 mm
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

HFS SERIES  ALUMINIUM PROFILE 150 mm

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
 (mm)

Height
(mm)

Depth
 (mm)

HFS-610/762/150-13APD2G H13 610 762 150 22.5 750 75

HFS-762/762/150-13APD2G H13 762 762 150 28.1 935 75

HFS-915/915/150-13APD2G H13 915 915 150 40.5 1350 75

HFS-915/1220/150-13APD2G H13 915 1220 150 54.0 1800 75

 H14

HFS-305/305/150-14APD2G H14 305 305 150 4.5 150 85

HFS-457/457/150-14APD2G H14 457 457 150 10.1 335 85

HFS-457/610/150-14APD2G H14 457 610 150 13.5 450 85

HFS-305/610/150-14APD2G H14 305 610 150 9.0 300 85

HFS-610/610/150-14APD2G H14 610 610 150 18.0 600 85

HFS-610/915/150-14APD2G H14 610 915 150 27.0 900 85

HFS-610/1220/150-14APD2G H14 610 1220 150 36.0 1200 85

HFS-610/1524/150-14APD2G H14 610 1524 150 44.9 1500 85

HFS-610/1830/150-14APD2G H14 610 1830 150 54.0 1800 85

HFS-610/762/150-14APD2G H14 610 762 150 22.5 750 85

HFS-762/762/150-14APD2G H14 762 762 150 28.1 935 85

HFS-915/915/150-14APD2G H14 915 915 150 40.5 1350 85

HFS-915/1220/150-14APD2G H14 915 1220 150 54.0 1800 85

 U15

HFS-305/305/150-15APD2G U15 305 305 150 4.5 150 100

HFS-457/457/150-15APD2G U15 457 457 150 10.1 335 100

HFS-457/610/150-15APD2G U15 457 610 150 13.5 450 100

HFS-305/610/150-15APD2G U15 305 610 150 9.0 300 100

HFS-610/610/150-15APD2G U15 610 610 150 18.0 600 100

HFS-610/915/150-15APD2G U15 610 915 150 27.0 900 100

HFS-610/1220/150-15APD2G U15 610 1220 150 36.0 1200 100

HFS-610/1524/150-15APD2G U15 610 1524 150 44.9 1500 100

HFS-610/1830/150-15APD2G U15 610 1830 150 54.0 1800 100

HFS-610/762/150-15APD2G U15 610 762 150 22.5 750 100

HFS-762/762/150-15APD2G U15 762 762 150 28.1 935 100

HFS-915/915/150-15APD2G U15 915 915 150 40.5 1350 100

HFS-915/1220/150-15APD2G U15 915 1220 150 54.0 1800 100
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**** According to EN 1822

EPA, HEPA & ULPA FILTERSHFS SERIES  MDF FRAME 150 mm

Applications
• Air conditioning systems 
	 (Hospitals, Laboratories, Museums)

• Industrial processes 
	 (Pharmaceutical, Food, Microelectronics)

Media Microglass Fiber

Frame MDF

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-H14

Gasket Flat Neoprene or Half Round 
Endless Polyurethane

Protection Grids Optional

Separators Hotmelt

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
 (mm)

Height
(mm)

Depth 
(mm)

 E10

HFS-305/305/150-10PD E10 305 305 150 4.5 900 250

HFS-457/457/150-10PD E10 457 457 150 10.1 2000 250

HFS-457/610/150-10PD E10 457 610 150 13.5 2700 250

HFS-305/610/150-10PD E10 305 610 150 9.0 1800 250

HFS-610/610/150-10PD E10 610 610 150 18.0 3600 250

HFS-610/915/150-10PD E10 610 915 150 27.0 5400 250

HFS-610/1220/150-10PD E10 610 1220 150 36.0 7200 250

HFS-610/1524/150-10PD E10 610 1524 150 44.9 9000 250

HFS-610/1830/150-10PD E10 610 1830 150 54.0 10800 250

HFS-610/762/150-10PD E10 610 762 150 22.5 4500 250

HFS-762/762/150-10PD E10 762 762 150 28.1 5600 250

HFS-915/915/150-10PD E10 915 915 150 40.5 8100 250

HFS-915/1220/150-10PD E10 915 1220 150 54.0 10800 250

 E11

HFS-305/305/150-11PD E11 305 305 150 4.5 775 250

HFS-457/457/150-11PD E11 457 457 150 10.1 1750 250
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
 (mm)

Height
(mm)

Depth 
(mm)

HFS-457/610/150-11PD E11 457 610 150 13.5 2320 250

HFS-305/610/150-11PD E11 305 610 150 9.0 1550 250

HFS-610/610/150-11PD E11 610 610 150 18.0 3100 250

HFS-610/915/150-11PD E11 610 915 150 27.0 4650 250

HFS-610/1220/150-11PD E11 610 1220 150 36.0 6200 250

HFS-610/1524/150-11PD E11 610 1524 150 44.9 7750 250

HFS-610/1830/150-11PD E11 610 1830 150 54.0 9300 250

HFS-610/762/150-11PD E11 610 762 150 22.5 3870 250

HFS-762/762/150-11PD E11 762 762 150 28.1 4850 250

HFS-915/915/150-11PD E11 915 915 150 40.5 6975 250

HFS-915/1220/150-11PD E11 915 1220 150 54.0 9300 250

 E12

HFS-305/305/150-12PD E12 305 305 150 4.5 560 250

HFS-457/457/150-12PD E12 457 457 150 10.1 1260 250

HFS-457/610/150-12PD E12 457 610 150 13.5 1680 250

HFS-305/610/150-12PD E12 305 610 150 9.0 1120 250

HFS-610/610/150-12PD E12 610 610 150 18.0 2250 250

HFS-610/915/150-12PD E12 610 915 150 27.0 3380 250

HFS-915/1220/150-12PD E12 915 1220 150 36.0 4500 250

HFS-610/1524/150-12PD E12 610 1524 150 44.9 5620 250

HFS-610/1830/150-12PD E12 610 1830 150 54.0 6750 250

HFS-610/762/150-12PD E12 610 762 150 22.5 2800 250

HFS-762/762/150-12PD E12 762 762 150 28.1 3500 250

HFS-915/915/150-12PD E12 915 915 150 40.5 5060 250

HFS-915/1220/150-12PD E12 915 1220 150 54.0 6750 250

 H13

HFS-305/305/150-13PD H13 305 305 150 4.5 475 250

HFS-457/457/150-13PD H13 457 457 150 10.1 1065 250

HFS-457/610/150-13PD H13 457 610 150 13.5 1420 250

HFS-305/610/150-13PD H13 305 610 150 9.0 950 250

HFS-610/610/150-13PD H13 610 610 150 18.0 1900 250

HFS-610/915/150-13PD H13 610 915 150 27.0 2850 250

HFS-610/1220/150-13PD H13 610 1220 150 36.0 3800 250

HFS-610/1524/150-13PD H13 610 1524 150 44.9 4750 250

HFS-610/1830/150-13PD H13 610 1830 150 54.0 5700 250

HFS SERIES  MDF FRAME 150 mm
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**** According to EN 1822

EPA, HEPA & ULPA FILTERS

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth 
(mm)

HFS-610/762/150-13PD H13 610 762 150 22.5 2370 250

HFS-762/762/150-13PD H13 762 762 150 28.1 2960 250

HFS-915/915/150-13PD H13 915 915 150 40.5 4275 250

HFS-915/1220/150-13PD H13 915 1220 150 54.0 5700 250

 H14

HFS-305/305/150-14PD H14 305 305 150 4.5 400 250

HFS-457/457/150-14PD H14 457 457 150 10.1 900 250

HFS-457/610/150-14PD H14 457 610 150 13.5 1200 250

HFS-305/610/150-14PD H14 305 610 150 9.0 800 250

HFS-610/610/150-14PD H14 610 610 150 18.0 1600 250

HFS-610/915/150-14PD H14 610 915 150 27.0 2400 250

HFS-610/1220/150-14PD H14 610 1220 150 36.0 3200 250

HFS-610/1524/150-14PD H14 610 1524 150 44.9 4000 250

HFS-610/1830/150-14PD H14 610 1830 150 54.0 4800 250

HFS-610/762/150-14PD H14 610 762 150 22.5 2000 250

HFS-762/762/150-14PD H14 762 762 150 28.1 2500 250

HFS-915/915/150-14PD H14 915 915 150 40.5 3600 250

HFS-915/1220/150-14PD H14 915 1220 150 54.0 4800 250

HFS SERIES  MDF FRAME 150 mm
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

HFH SERIES  MDF FRAME 292 mm

Applications
• Air conditioning systems 
	 (Hospitals, Laboratories, Museums)

• Industrial processes 
	 (Pharmaceutical, Food, Microelectronics)

Media Microglass Fiber

Frame MDF

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-H14

Gasket Flat Neoprene or Half Round 
Endless Polyurethane

Protection Grids Optional

Separators Hotmelt

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth
 (mm)

 E10

HFH-305/305/292-10PD E10 305 305 292 5.4 1050 250

HFH-457/457/292-10PD E10 457 457 292 12.10 2360 250

HFH-305/610/292-10PD E10 305 610 292 10.30 2100 250

HFH-457/610/292-10PD E10 457 610 292 16.20 3150 250

HFH-610/610/292-10PD E10 610 610 292 21.60 4200 250

 E11

HFH-305/305/292-11PD E11 305 305 292 5.4 800 250

HFH-457/457/292-11PD E11 457 457 292 12.10 1800 250

HFH-305/610/292-11PD E11 305 610 292 10.30 1600 250

HFH-457/610/292-11PD E11 457 610 292 16.20 2400 250

HFH-610/610/292-11PD E11 610 610 292 21.60 3200 250

 E12

HFH-305/305/292-12PD E12 305 305 292 5.4 650 250

HFH-457/457/292-12PD E12 457 457 292 12.10 1500 250

HFH-305/610/292-12PD E12 305 610 292 10.30 1300 250

HFH-457/610/292-12PD E12 457 610 292 16.20 1950 250

HFH-610/610/292-12PD E12 610 610 292 21.60 2600 250
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**** According to EN 1822

EPA, HEPA & ULPA FILTERS

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth 
(mm)

 H13

HFH-305/305/292-13PD H13 305 305 292 5.4 600 250

HFH-457/457/292-13PD H13 457 457 292 12.10 1350 250

HFH-305/610/292-13PD H13 305 610 292 10.30 1200 250

HFH-457/610/292-13PD H13 457 610 292 16.20 1800 250

HFH-610/610/292-13PD H13 610 610 292 21.60 2400 250

 H14

HFH-305/305/292-14PD H14 305 305 292 5.4 550 250

HFH-457/457/292-14PD H14 457 457 292 12.10 1210 250

HFH-305/610/292-14PD H14 305 610 292 10.30 1075 250

HFH-457/610/292-14PD H14 457 610 292 16.20 1610 250

HFH-610/610/292-14PD H14 610 610 292 21.60 2150 250

HFH SERIES  MDF FRAME 292 mm
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

HFH SERIES  SHEET METAL FRAME  292 mm

Applications
• Air conditioning systems 
	 (Hospitals, Laboratories, Museums)

• Industrial processes 
	 (Pharmaceutical, Food, Microelectronics)

Advantages
• HFH product line fully meets 
	 the requirements for VDI 6022

Media Microglass Fiber

Frame Galvanized Steel, Aluminium, 
Stainless Steel

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-H14

Gasket Flat Neoprene or Half Round 
Endless Polyurethane

Protection Grids Optional

Separators Hotmelt

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
 (mm)

Height
(mm)

Depth 
(mm)

 E10

HFH-305/305/292-10GD E10 305 305 292 5.4 1050 250

HFH-457/457/292-10GD E10 457 457 292 12.10 2360 250

HFH-305/610/292-10GD E10 305 610 292 10.30 2100 250

HFH-457/610/292-10GD E10 457 610 292 16.20 3150 250

HFH-610/610/292-10GD E10 610 610 292 21.60 4200 250

 E11

HFH-305/305/292-11GD E11 305 305 292 5.4 800 250

HFH-457/457/292-11GD E11 457 457 292 12.10 1800 250

HFH-305/610/292-11GD E11 305 610 292 10.30 1600 250

HFH-457/610/292-11GD E11 457 610 292 16.20 2400 250

HFH-610/610/292-11GD E11 610 610 292 21.60 3200 250

 E12

HFH-305/305/292-12GD E12 305 305 292 5.4 650 250

HFH-457/457/292-12GD E12 457 457 292 12.10 1500 250

HFH-305/610/292-12GD E12 305 610 292 10.30 1300 250

HFH-457/610/292-12GD E12 457 610 292 16.20 1950 250

HFH-610/610/292-12GD E12 610 610 292 21.60 2600 250
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**** According to EN 1822

EPA, HEPA & ULPA FILTERS

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth 
(mm)

 H13

HFH-305/305/292-13GD H13 305 305 292 5.4 600 250

HFH-457/457/292-13GD H13 457 457 292 12.10 1350 250

HFH-305/610/292-13GD H13 305 610 292 10.30 1200 250

HFH-457/610/292-13GD H13 457 610 292 16.20 1800 250

HFH-610/610/292-13GD H13 610 610 292 21.60 2400 250

 H14

HFH-305/305/292-14GD H14 305 305 292 5.4 550 250

HFH-457/457/292-14GD H14 457 457 292 12.10 1210 250

HFH-305/610/292-14GD H14 305 610 292 10.30 1075 250

HFH-457/610/292-14GD H14 457 610 292 16.20 1610 250

HFH-610/610/292-14GD H14 610 610 292 21.60 2150 250

HFH SERIES  SHEET METAL FRAME  292 mm
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

HFX SERIES  MDF FRAME 292 mm

Applications
• Air conditioning systems 
	 (Hospitals, Laboratories, Museums)

• Industrial processes 
	 (Pharmaceutical, Food, Microelectronics)

Media Microglass Fiber

Frame MDF

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-H14

Gasket Flat Neoprene or Half Round 
Endless Polyurethane

Protection Grids Optional

Separators Hotmelt

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
(mm)

Height
(mm)

Depth 
(mm)

 E10

HFX-305/305/292-10PD E10 305 305 292 6.2 1100 250

HFX-457/457/292-10PD E10 457 457 292 14.0 2470 250

HFX-305/610/292-10PD E10 305 610 292 12.5 2200 250

HFX-457/610/292-10PD E10 457 610 292 18.6 3300 250

HFX-610/610/292-10PD E10 610 610 292 25.0 4400 250

 E11

HFX-305/305/292-11PD E11 305 305 292 6.2 850 250

HFX-457/457/292-11PD E11 457 457 292 14.0 1900 250

HFX-305/610/292-11PD E11 305 610 292 12.5 1700 250

HFX-457/610/292-11PD E11 457 610 292 18.6 2550 250

HFX-610/610/292-11PD E11 610 610 292 25.0 3400 250

 E12

HFX-305/305/292-12PD E12 305 305 292 6.2 700 250

HFX-457/457/292-12PD E12 457 457 292 14.0 1570 250

HFX-305/610/292-12PD E12 305 610 292 12.5 1400 250

HFX-457/610/292-12PD E12 457 610 292 18.6 2100 250

HFX-610/610/292-12PD E12 610 610 292 25.0 2800 250
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**** According to EN 1822

EPA, HEPA & ULPA FILTERS

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth 
(mm)

 H13

HFX-305/305/292-13PD H13 305 305 292 6.2 630 250

HFX-457/457/292-13PD H13 457 457 292 14.0 1415 250

HFX-305/610/292-13PD H13 305 610 292 12.5 1250 250

HFX-457/610/292-13PD H13 457 610 292 18.6 1900 250

HFX-610/610/292-13PD H13 610 610 292 25.0 2500 250

 H14

HFX-305/305/292-14PD H14 305 305 292 6.2 565 250

HFX-457/457/292-14PD H14 457 457 292 14.0 1280 250

HFX-305/610/292-14PD H14 305 610 292 12.5 1130 250

HFX-457/610/292-14PD H14 457 610 292 18.6 1700 250

HFX-610/610/292-14PD H14 610 610 292 25.0 2260 250

HFX SERIES  MDF FRAME 292 mm
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

HFX SERIES  SHEET METAL FRAME  292 mm

Applications
• Air conditioning systems 
	 (Hospitals, Laboratories, Museums)

• Industrial processes 
	 (Pharmaceutical, Food, Microelectronics)

Advantages
• HFX product line fully meets 
	 the requirements for VDI 6022

Media Microglass Fiber

Frame Galvanized Steel, Aluminium, 
Stainless Steel

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-H14

Gasket Flat Neoprene or Half Round 
Endless Polyurethane

Protection Grids Optional

Separators Hotmelt

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
 (mm)

Height
(mm)

Depth 
(mm)

 E10

HFX-305/305/292-10GD E10 305 305 292 6.2 1100 250

HFX-457/457/292-10GD E10 457 457 292 14.0 2470 250

HFX-305/610/292-10GD E10 305 610 292 12.5 2200 250

HFX-457/610/292-10GD E10 457 610 292 18.6 3300 250

HFX-610/610/292-10GD E10 610 610 292 25.0 4400 250

 E11

HFX-305/305/292-11GD E11 305 305 292 6.2 850 250

HFX-457/457/292-11GD E11 457 457 292 14.0 1900 250

HFX-305/610/292-11GD E11 305 610 292 12.5 1700 250

HFX-457/610/292-11GD E11 457 610 292 18.6 2550 250

HFX-610/610/292-11GD E11 610 610 292 25.0 3400 250

 E12

HFX-305/305/292-12GD E12 305 305 292 6.2 700 250

HFX-457/457/292-12GD E12 457 457 292 14.0 1570 250

HFX-305/610/292-12GD E12 305 610 292 12.5 1400 250

HFX-457/610/292-12GD E12 457 610 292 18.6 2100 250

HFX-610/610/292-12GD E12 610 610 292 25.0 2800 250
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**** According to EN 1822

EPA, HEPA & ULPA FILTERS

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth 
(mm)

 H13

HFX-305/305/292-13GD H13 305 305 292 6.2 630 250

HFX-457/457/292-13GD H13 457 457 292 14.0 1415 250

HFX-305/610/292-13GD H13 305 610 292 12.5 1250 250

HFX-457/610/292-13GD H13 457 610 292 18.6 1900 250

HFX-610/610/292-13GD H13 610 610 292 25.0 2500 250

 H14

HFX-305/305/292-14GD H14 305 305 292 6.2 565 250

HFX-457/457/292-14GD H14 457 457 292 14.0 1280 250

HFX-305/610/292-14GD H14 305 610 292 12.5 1130 250

HFX-457/610/292-14GD H14 457 610 292 18.6 1700 250

HFX-610/610/292-14GD H14 610 610 292 25.0 2260 250

HFX SERIES  SHEET METAL FRAME  292 mm



www.mikropor.com154

EPA, HEPA & ULPA FILTERS

**** According to EN 1822

MV HEPA SERIES  PLASTIC FRAME  292 mm

Applications
• Air conditioning systems (Hospitals, Laboratories, Museums)

• Industrial processes (Pharmaceutical, Food, Microelectronics)

Advantages
• Incinerable
• Rigid frame
• MV product line fully meets the requirements for VDI 6022

Media Microglass Fiber

Frame Plastic (PS)

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-H13

Gasket Flat Neoprene or Half Round 
Endless Polyurethane

Protection Grids Optional

Separators Hotmelt

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth
 (mm)

 E10

MV-H10-01 E10 592 292 292 9.0 1700 140

MV-H10-02 E10 592 492 292 15.0 2800 140

MV-H10-03 E10 592 592 292 18.0 3400 140

 E11

MV-H11-01 E11 592 292 292 9.0 1700 200

MV-H11-02 E11 592 492 292 15.0 2800 200

MV-H11-03 E11 592 592 292 18.0 3400 200

 E12

MV-H12-01 E12 592 292 292 9.0 1250 240

MV-H12-02 E12 592 492 292 15.0 2100 240

MV-H12-03 E12 592 592 292 18.0 2500 240

H13

MV-H13-01 H13 592 292 292 9.0 1250 280

MV-H13-02 H13 592 492 292 15.0 2100 280

MV-H13-03 H13 592 592 292 18.0 2500 280

H14

MV-H14-01 H14 592 292 292 9.0 1250 300

MV-H14-02 H14 592 492 292 15.0 2100 300

MV-H14-03 H14 592 592 292 18.0 2500 300
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

MVH SERIES  PLASTIC FRAME  292 mm

Applications
• Air conditioning systems 
	 (Hospitals, Laboratories, Museums)

• Industrial processes 
	 (Pharmaceutical, Food, Microelectronics)

Media Microglass Fiber

Frame ABS

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-H14

Gasket Flat Neoprene or Half Round 
Endless Polyurethane

Protection Grids Optional

Separators Hotmelt

Advantages
• Incinerable
• Light frame
• MVH product line fully meets 
	 the requirements for VDI 6022

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
(mm)

Height
(mm)

Depth 
(mm)

 E10

MVH-305/610/292-10PKD E10 305 610 292 16.0 2500 250

MVH-610/610/292-10PKD E10 610 610 292 32.0 5000 250

 E11

MVH-305/610/292-11PKD E11 305 610 292 16.0 2350 250

MVH-610/610/292-11PKD E11 610 610 292 32.0 4700 250

 E12

MVH-305/610/292-12PKD E12 305 610 292 16.0 1800 250

MVH-610/610/292-12PKD E12 610 610 292 32.0 3600 250

H13

MVH-305/610/292-13PKD H13 305 610 292 16.0 1700 250

MVH-610/610/292-13PKD H13 610 610 292 32.0 3400 250

H14

MVH-305/610/292-14PKD H14 305 610 292 16.0 1400 250

MVH-610/610/292-14PKD H14 610 610 292 32.0 2800 250
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**** According to EN 1822

EPA, HEPA & ULPA FILTERSMVH SERIES  PLASTIC FRAME MAX. FLOW  292 mm

Applications
• Air conditioning systems 
	 (Hospitals, Laboratories, Museums)

• Industrial processes 
	 (Pharmaceutical, Food, Microelectronics)

Media Microglass Fiber

Frame ABS

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-H14

Gasket Flat Neoprene or Half Round 
Endless Polyurethane

Protection Grids Optional

Separators Hotmelt

Advantages
• High flow applications
• Incinerable
• Light frame
• MVH product line fully meets 
	 the requirements for VDI 6022

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth 
(mm)

 E10

MVH-305/610/292-10PKD-20m2 E10 305 610 292 20.0 2750 250

MVH-610/610/292-10PKD-40m2 E10 610 610 292 40.0 5500 250

 E11

MVH-305/610/292-11PKD-20m2 E11 305 610 292 20.0 2500 250

MVH-610/610/292-11PKD-40m2 E11 610 610 292 40.0 5000 250

 E12

MVH-305/610/292-12PKD-20m2 E12 305 610 292 20.0 2000 250

MVH-610/610/292-12PKD-40m2 E12 610 610 292 40.0 4000 250

H13

MVH-305/610/292-13PKD-20m2 H13 305 610 292 20.0 2000 280

MVH-610/610/292-13PKD-40m2 H13 610 610 292 40.0 4000 280

H14

MVH-305/610/292-14PKD-20m2 H14 305 610 292 20.0 1600 280

MVH-610/610/292-14PKD-40m2 H14 610 610 292 40.0 3200 280
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

MVH SERIES  METAL FRAME  292 mm

Applications
• Air conditioning systems 
	 (Hospitals, Laboratories, Museums)

• Industrial processes 
	 (Pharmaceutical, Food, Microelectronics)

Media Microglass Fiber

Frame Galvanized Steel, Aluminium, Stainless Steel

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-H14

Gasket Flat Neoprene or Half Round Endless
Polyurethane

Protection Grids Optional

Separators Hotmelt

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width
(mm)

Height
(mm)

Depth 
(mm)

 E10

MVH-305/305/292-10GD E10 305 305 292 9.0 1250 250

MVH-305/610/292-10GD E10 305 610 292 16.0 2500 250

MVH-457/610/292-10GD E10 457 610 292 26.0 3750 250

MVH-610/610/292-10GD E10 610 610 292 32.0 5000 250

 E11

MVH-305/305/292-11GD E11 305 305 292 9.0 1175 250

MVH-305/610/292-11GD E11 305 610 292 16.0 2350 250

MVH-457/610/292-11GD E11 457 610 292 26.0 3520 250

MVH-610/610/292-11GD E11 610 610 292 32.0 4700 250

 E12

MVH-305/305/292-12GD E12 305 305 292 9.0 900 250

MVH-305/610/292-12GD E12 305 610 292 16.0 1800 250

MVH-457/610/292-12GD E12 457 610 292 26.0 2700 250

MVH-610/610/292-12GD E12 610 610 292 32.0 3600 250

H13

MVH-305/305/292-13GD H13 305 305 292 9.0 850 250

MVH-305/610/292-13GD H13 305 610 292 16.0 1700 250

MVH-457/610/292-13GD H13 457 610 292 26.0 2550 250

MVH-610/610/292-13GD H13 610 610 292 32.0 3400 250

H14

MVH-305/305/292-14GD H14 305 305 292 9.0 700 250

MVH-305/610/292-14GD H14 305 610 292 16.0 1400 250

MVH-457/610/292-14GD H14 457 610 292 26.0 2100 250

MVH-610/610/292-14GD H14 610 610 292 32.0 2800 250

Advantages
• Strong frame

• MVH product line fully meets 
	 the requirements for VDI 6022
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**** According to EN 1822

EPA, HEPA & ULPA FILTERSMVH SERIES  METAL FRAME MAX. FLOW  292 mm

Applications
• Air conditioning systems 
	 (Hospitals, Laboratories, Museums)

• Industrial processes 
	 (Pharmaceutical, Food, Microelectronics)

Media Microglass Fiber

Frame Galvanized Steel, Aluminium, Stainless Steel

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-H14

Gasket Flat Neoprene or Half Round Endless
Polyurethane

Protection Grids Optional

Separators Hotmelt

Part Number
Filter Class 
EN 1822

Dimensions
Media Area 

(m²)
Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height
(mm)

Depth 
(mm)

 E10

MVH-305/305/292-10GD-10m2 E10 305 305 292 10.0 1375 250

MVH-305/610/292-10GD-20m2 E10 305 610 292 20.0 2750 250

MVH-457/610/292-10GD-30m2 E10 457 610 292 30.0 4120 250

MVH-610/610/292-10GD-40m2 E10 610 610 292 40.0 5500 250

 E11

MVH-305/305/292-11GD-10m2 E11 305 305 292 10.0 1250 250

MVH-305/610/292-11GD-20m2 E11 305 610 292 20.0 2500 250

MVH-457/610/292-11GD-30m2 E11 457 610 292 30.0 3750 250

MVH-610/610/292-11GD-40m2 E11 610 610 292 40.0 5000 250

 E12

MVH-305/305/292-12GD-10m2 E12 305 305 292 10.0 1000 250

MVH-305/610/292-12GD-20m2 E12 305 610 292 20.0 2000 250

MVH-457/610/292-12GD-30m2 E12 457 610 292 30.0 3000 250

MVH-610/610/292-12GD-40m2 E12 610 610 292 40.0 4000 250

H13

MVH-305/305/292-13GD-10m2 H13 305 305 292 10.0 1000 280

MVH-305/610/292-13GD-20m2 H13 305 610 292 20.0 2000 280

MVH-457/610/292-13GD-30m2 H13 457 610 292 30.0 3000 280

MVH-610/610/292-13GD-40m2 H13 610 610 292 40.0 4000 280

H14

MVH-305/305/292-14GD-10m2 H14 305 305 292 10.0 800 280

MVH-305/610/292-14GD-20m2 H14 305 610 292 20.0 1600 280

MVH-457/610/292-14GD-30m2 H14 457 610 292 30.0 2400 280

MVH-610/610/292-14GD-40m2 H14 610 610 292 40.0 3200 280

Advantages
• Strong frame
• High flow applications
• MVH product line fully meets 
	 the requirements for VDI 6022
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EPA, HEPA & ULPA FILTERS

**** According to EN 1822

MHH SERIES  MICRO HOOD FILTER 125 mm

Media Microglass Fiber

Frame Extruded Anodized Aluminium

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-U15

Collar Dimensions 150 mm, 200 mm, 250 mm, 
300 mm, 400 mm

Collar Height 65 mm

Protection Grids Powder Coated Metal on
Both Sides

Separators Hotmelt

Part Number
Filter Class 
EN 1822

Dimensions
Collar Dia. 

(mm)

Media 
Area 
(m²)

Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height 
(mm)

Depth 
(mm)

 H13

MHH-610/610/125-B200-13APD1G H13 610 610 125 200 10.4 600 125

MHH-610/915/125-B200-13APD1G H13 610 915 125 200 15.6 900 125

MHH-610/1220/125-B200-13APD1G H13 610 1220 125 200 20.8 1200 125

 H14

MHH-610/610/125-B200-14APD1G H14 610 610 125 200 10.4 600 135

MHH-610/915/125-B200-14APD1G H14 610 915 125 200 15.6 900 135

MHH-610/1220/125-B200-14APD1G H14 610 1220 125 200 20.8 1200 135

 U15

MHH-610/610/125-B200-15APD1G U15 610 610 125 200 10.4 600 155

MHH-610/915/125-B200-15APD1G U15 610 915 125 200 15.6 900 155

MHH-610/1220/125-B200-15APD1G U15 610 1220 125 200 20.8 1200 155

Applications
• Cleanroom applications

• Laminar flow cabins

Advantages
• Adjustable air flow option

125 mm

125 mm Aluminium Profile View
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**** According to EN 1822

EPA, HEPA & ULPA FILTERSMHH SERIES  MICRO HOOD FILTER 150 mm

Media Microglass Fiber

Frame Extruded Anodized Aluminium

Final Pressure Drop 600 Pa

Operating Temperature 80°C

Filter Efficiency**** E10-U15

Collar Dimensions 150 mm, 200 mm, 250 mm, 
300 mm, 400 mm

Collar Height 65 mm

Protection Grids Powder Coated Metal on
Both Sides

Separators Hotmelt

Part Number
Filter Class 
EN 1822

Dimensions
Collar Dia. 

(mm)

Media 
Area 
(m²)

Air Flow
(m³/h)

Pressure 
Drop
(Pa)

Width 
(mm)

Height 
(mm)

Depth 
(mm)

 H13

MHH-610/610/150-B200-13APD1G H13 610 610 150 200 10.4 600 125

MHH-610/915/150-B200-13APD1G H13 610 915 150 200 15.6 900 125

MHH-610/1220/150-B200-13APD1G H13 610 1220 150 200 20.8 1200 125

 H14

MHH-610/610/150-B200-14APD1G H14 610 610 150 200 10.4 600 135

MHH-610/915/150-B200-14APD1G H14 610 915 150 200 15.6 900 135

MHH-610/1220/150-B200-14APD1G H14 610 1220 150 200 20.8 1200 135

 U15

MHH-610/610/150-B200-15APD1G U15 610 610 150 200 10.4 600 155

MHH-610/915/150-B200-15APD1G U15 610 915 150 200 15.6 900 155

MHH-610/1220/150-B200-15APD1G U15 610 1220 150 200 20.8 1200 155

Applications
• Cleanroom applications

• Laminar flow cabins

Advantages
• Adjustable air flow option

150 mm

150 mm Aluminium Profile View
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07
HEPA HOUSING

H-BOX STC SERIES 164

H-BOX LTC SERIES 165

H-BOX SSC SERIES 166

H-BOX LSC SERIES 167



HEPA HOUSING
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HEPA HOUSING

Applications
• Ceiling diffusers for terminal filtration
• Cleanroom applications

H-BOX  STC SERIES

Code
Dimensions of Filter

Collar Ø
(mm)

Dimensions of HBOX (mm)

Width 
(mm)

Height 
(mm)

Depth 
(mm)

A B C D E

HBOX-305/305/70-STC-C150-DSW 305 305 70/78/90/110 150 352 352 350 430 150

HBOX-457/457/70-STC-C200-DSW 457 457 70/78/90/110 200 504 504 350 430 200

HBOX-535/535/70-STC-C250-DSW 535 535 70/78/90/110 250 582 582 350 430 250

HBOX-575/575/70-STC-C250-DSW 575 575 70/78/90/110 250 622 622 350 430 250

HBOX-610/610/70-STC-C250-DSW 610 610 70/78/90/110 250 657 657 350 430 250

STC Standard top ceiling

DSW Swirl diffusers

D4D 4-direction diffusers

DP Perforated diffusers

Collar Dimensions Ø150 mm, Ø200 mm, 
Ø250 mm

D

C

E

BA
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HEPA HOUSING

Code
Dimensions of Filter

Collar Ø
(mm)

Dimensions of HBOX (mm)

Width 
(mm)

Height 
(mm)

Depth 
(mm)

A B C D E

HBOX-305/305/70-LTC-C150-DSW 305 305 70/78 150 352 352 310 390 150

HBOX-457/457/70-LTC-C200-DSW 457 457 70/78 200 504 504 310 390 200

HBOX-535/535/70-LTC-C250-DSW 535 535 70/78 250 582 582 310 390 250

HBOX-575/575/70-LTC-C250-DSW 575 575 70/78 250 622 622 310 390 250

HBOX-610/610/70-LTC-C250-DSW 610 610 70/78 250 657 657 310 390 250

LTC Low top ceiling

DSW Swirl diffusers

D4D 4-direction diffusers

DP Perforated diffusers

Collar Dimensions Ø150 mm, Ø200 mm, 
Ø250 mm

Applications
• Ceiling diffusers for terminal filtration
• Cleanroom applications

H-BOX  LTC SERIES

D

C

E

BA
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HEPA HOUSING

SSC Standard side ceiling

DSW Swirl diffusers

D4D 4-direction diffusers

DP Perforated diffusers

Collar Dimensions Ø150 mm, Ø200 mm, 
Ø250 mm

Code
Dimensions of Filter

Collar Ø
(mm)

Dimensions of HBOX (mm)

Width 
(mm)

Height 
(mm)

Depth 
(mm)

A B C D E

HBOX-305/305/70-SSC-C150-DSW 305 305 70/78/90/110 150 352 352 400 80 150

HBOX-457/457/70-SSC-C200-DSW 457 457 70/78/90/110 200 504 504 450 80 200

HBOX-535/535/70-SSC-C250-DSW 535 535 70/78/90/110 250 582 582 500 80 250

HBOX-575/575/70-SSC-C250-DSW 575 575 70/78/90/110 250 622 622 500 80 250

HBOX-610/610/70-SSC-C250-DSW 610 610 70/78/90/110 250 657 657 500 80 250

C

E

D

A B

H-BOX  SSC SERIES
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HEPA HOUSING

Applications
• Ceiling diffusers for terminal filtration
• Cleanroom applications

LSC Low side ceiling

DSW Swirl diffusers

D4D 4-direction diffusers

DP Perforated diffusers

Collar Dimensions Ø150 mm, Ø200 mm, 
Ø250 mm

Code
Dimensions of Filter

Collar Ø
(mm)

Dimensions of HBOX (mm)

Width 
(mm)

Height 
(mm)

Depth 
(mm)

A B C D E

HBOX-305/305/70-LSC-C150-DSW 305 305 70/78 150 352 352 255 80 150

HBOX-457/457/70-LSC-C200-DSW 457 457 70/78 200 504 504 300 80 200

HBOX-535/535/70-LSC-C250-DSW 535 535 70/78 250 582 582 350 80 250

HBOX-575/575/70-LSC-C250-DSW 575 575 70/78 250 622 622 350 80 250

HBOX-610/610/70-LSC-C250-DSW 610 610 70/78 250 657 657 350 80 250

C

A B

E

D

H-BOX  LSC SERIES
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PRODUCT CODE DESCRIPTIONSMPM SERIES

Type Width (mm) Height (mm) Depth (mm)

MPM 595 595 45

* * 20

45

95

Type Width (mm) Height (mm) Depth (mm) Efficiency Media Area Gasket

MPP 595 595 45 4K SP N

* * 25 N

45 * KD

95 KU

KS

Type Width (mm) Height (mm) Depth (mm) Efficiency Gasket Grid Media Area

MGP 595 595 45 4K N NG S

* * 45 N NG S

95 KD 1G *

KU 2G

KS

Media Area Description

SP Standard

Efficiency Description

4K G4

Gasket Location Type

N No gasket -

KD Down stream Foam gasket

KU Up stream Foam gasket

KS Both side Foam gasket

MPP SERIES

MGP SERIES

Note: All dimensions are in mm

Media Area Description

S Standard

* Customized

Grid Location

NG No grid

1G Down stream

2G Both side

Gasket Location Type

N No gasket -

KD Down stream Foam gasket

KU Up stream Foam gasket

KS Both side Foam gasket

Efficiency Description

4K G4

Note: All dimensions are in mm 
* Customized

Note: All dimensions are in mm 
* Customized
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PRODUCT CODE DESCRIPTIONSMSKPN SERIES

Type Width (mm) Height (mm) Depth (mm) Efficiency Frame Gasket Grid Media Area Handle

MSKPN 592 592 48 4 PK N NG S NT

* * ** PK N NG * NT

G D 1G T

A U 2G 2T

S S

BD

BU

BS

Gasket Location Type

N No gasket -

D Down stream Half Round Endless PU

U Up stream Half Round Endless PU

S Both side Half Round Endless PU

BD Down stream EPDM flat gasket

BU Up stream EPDM flat gasket

BS Both side EPDM flat gasket

Note: All dimensions are in mm 
* Customized 
** Plastic frame is available for 48, 96 and 150 mm depths  

Media Area Description

S Standard

* Customized

Frame Description

PK Plastic

G Galvanized

A Aluminium

S Stainless steel

Efficiency Description

4 G4

Grid Location

NG No grid

1G Down stream

2G Both side

Handle Description

NT No handle

T Handle on one side

2T Handle on both side
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PRODUCT CODE DESCRIPTIONS

Type Width (mm) Height (mm) Depth (mm) Efficiency Frame Gasket Grid Media Area Handle

MSKP 592 592 48 42 G N NG S NT

* * * 32 G N NG S NT

42 A D 1G * T

3 S U 2G 2T

4 S

BD

BU

BS

Media Area Description

S Standard

* Customized

Frame Description

G Galvanized

A Aluminium

S Stainless steel

Note: All dimensions are in mm

Efficiency Description

32 G3, Zig-Zag pleated

42 G4, Zig-Zag pleated

3 G3, Plain

4 G4, Plain

MSKP SERIES

Gasket Location Type

N No gasket -

D Down stream Half Round Endless PU

U Up stream Half Round Endless PU

S Both side Half Round Endless PU

BD Down stream EPDM flat gasket

BU Up stream EPDM flat gasket

BS Both side EPDM flat gasket

Grid Location

NG No grid

1G Down stream

2G Both side

Handle Description

NT No handle

T Handle on one side

2T Handle on both side

Type Width (mm) Height (mm) Depth (mm) Frame Mesh Type

MSKP 592 592 48 A ALMESH

* * * A ALMESH

S SMESH

G

SMESH-304L

SMESH-316L

Mesh Type Description

ALMESH Aluminium

SMESH Stainless steel

SMESH-304L Stainless steel 304L

SMESH-316L Stainless steel 316L

MSKP MESH SERIES

Note: All dimensions are in mm 
* Customized

Frame Description

A Aluminium

S Stainless steel

G Galvanized
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PRODUCT CODE DESCRIPTIONSMPS-MPGE-MPG SERIES

MPRE SERIES

Type Efficiency Number of Pockets Depth (mm) Frame Dims. Frame Gasket Header

MPS 6 8 600 592/592 G N H22

MPS 3 3 * * G N H22

MPG 4 4 PK BD H23

MPGE 5 5 BU

6 6 BS

7 7 LSG

8 8

9 9

10

11

12

Type Efficiency Number of Pockets Depth (mm) Frame Dims. Frame Gasket Header

MPRE 6 8 600 592/592 PK N H23

4 3 * 287/592 N

5 4 592/592 BD

6 6 BU

8

BS

LSG

Type Efficiency Number of Pockets Depth (mm) Frame Dims. Frame Gasket Header

MPRE 6 8 600 592/592 G N H22

4 3 * * N

5 4 BD

6 6 BU

8

BS

LSG

Type Description

MPS Synthetic filter

MPG Microglass fiber filter

MPGE Microglass fiber filter

Gasket Location Description

N No gasket -

BD Down stream EPDM flat gasket

BU Up stream EPDM flat gasket

BS Both side EPDM flat gasket

LSG Left side gasket EPDM flat gasket

Gasket Location Description

N No gasket -

BD Down stream EPDM flat gasket

BU Up stream EPDM flat gasket

BS Both side EPDM flat gasket

LSG Left side gasket EPDM flat gasket

Note 1: All dimensions are in mm
Note 2: Pocket depths are available 150≤Depth≤915 mm 
* Customized

Note 1: All dimensions are in mm 
Note 2: Pocket depths are available 150≤Depth≤620 mm 
* Customized
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PRODUCT CODE DESCRIPTIONS

Type Width (mm) Height (mm) Depth (mm) Efficiency Frame Gasket Grid Media Area Handle

MPF 592 592 48 6 PK D 1G S NT

* * ** 5 PK N NG S NT

*** 6 G D 1G * T

7 A U 2G 2T

8 S S

9 P BD

K BU

AP BS

Frame Description

PK Plastic

G Galvanized

A Aluminium

S Stainless steel

P MDF

K Cardboard

AP Aluminium profile

Media Area Description

S Standard

* Customized

Handle Description

NT No handle

T Handle on one side

2T Handle on both side

Grid Location

NG No grid

1G Down stream

2G Both side

Gasket Location Type

N No gasket -

D Down stream Half Round Endless PU gasket

U Up stream Half Round Endless PU gasket

S Both side Half Round Endless PU gasket

BD Down stream EPDM flat gasket

BU Up stream EPDM flat gasket

BS Both side EPDM flat gasket

Note: All dimensions are in mm 
* Customized 
** Plastic  frame is available for 48, 96 and 150 mm depths 
*** Depth≥23 mm

MPF SERIES

Type Width (mm) Height (mm) Depth (mm) Efficiency Frame Gasket Grid Hanle

MPHT 610 610 78 6 AP HD 2G NT

* * 30 6 AP N T

38 7 G HD NT

40 8 S HU

47 9 A HS

55 10

78

*

Frame Description

AP Aluminium profile

G Galvanized

S Stainless steel

A Aluminium sheet

Handle Description

NT No handle

T Handle

Gasket Location Description

N No gasket -

HD Down stream HT gasket

HU Up stream HT gasket

HS Both side HT gasket

MPHT SERIES

Note: All dimensions are in mm 
* Customized: Available for G and S frame types
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PRODUCT CODE DESCRIPTIONS

Note: All dimensions are in mm
* Customized 
** 130 mm for Plastic Frame

MC SERIES

Type Width (mm) Height (mm) Depth (mm) Efficiency Frame Gasket Grid Media Area Header Handle

MCH 592 592 130 6 PK D 2G S H25 NT

MCH * * ** 6 PK N NG S H25 NT

MCL 7 G D 1G * H20 T

8 U 2G 2T

9 A S

BD

BU

BS

Type Description

MCH Pleat height: 110 mm

MCL Pleat height: 60 mm

Frame Description

PK Plastic

G Galvanized

A Aluminium sheet

Media Area Description

S Standard

* Customized

Grid Location

NG No grid

1G Down stream

2G Both side    

Handle Description

NT No handle

T Handle on one side

2T Handle on both side

Gasket Location Description

N No gasket -

D Down stream Half Round Endless PU gasket

U Up stream Half Round Endless PU gasket

S Both side Half Round Endless PU gasket

BD Down stream EPDM flat gasket

BU Up stream EPDM flat gasket

BS Both side EPDM flat gasket

Type Width (mm) Height (mm) Depth (mm) Efficiency Frame Gasket Grid Media Area Header

MV4HT 610 610 292 6 G HD 2G S 1H22

305 610 292 6 G N NH

610 610 400 7 S HD 1H22

287 592 8 HU

592 592 9 HS

Frame Description

G Galvanized

S Stainless steel

Media Area Description

S Standard

Gasket Location Description

N No gasket -

HD Down stream HT gasket

HU Up stream HT gasket

HS Both HT gasket

MV4HT SERIES

Note: All dimensions are in mm
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PRODUCT CODE DESCRIPTIONS

Type Width (mm) Height (mm) Depth (mm) Efficiency Frame Gasket Grid Media Area Header Handle

MAS 610 610 292 6 G D 2G S 1H25 NT

MAS * * * 6 G N NG S 1H20 NT

MASHT 7 A D 1G * 2H20 T

8 S U 2G 1H25 2T

9 S 2H25

BD

BU

BS

HD

HU

HS

Note: All dimensions are in mm

MAS-MASHT SERIES

Media Area Description

S Standard

* Customized

Header Description

1H20 Down/Up stream 20 mm

2H20 Both side 20 mm

1H25 Down/Up stream 25 mm

2H25 Both side 25 mm

Type Description

MAS Al. separator

MASHT HT Al. separator

Frame Description

G Galvanized

A Aluminium

S Stainless steel

Grid Location

NG No grid

1G Down stream

2G Both side

Depth Description

* Customized 150 - 292 mm

Gasket Location Type

N No gasket -

D Down stream Half Round Endless PU gasket (MAS)

U Up stream Half Round Endless PU gasket (MAS)

S Both side Half Round Endless PU gasket (MAS)

BD Down stream EPDM flat gasket (MAS)

BU Up stream EPDM flat gasket (MAS)

BS Both side EPDM flat gasket (MAS)

HD Down stream High temperature gasket (MASHT)

HU Up stream High temperature gasket (MASHT)

HS Both side High temperature gasket (MASHT)

Handle Description

NT No handle

T Handle on one side

2T Handle on both side
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PRODUCT CODE DESCRIPTIONS

Type of V Cell Efficiency Frame Code Frame Media Area Gasket Grid Fully Potted Header Frame Color

MV F7 03 A S D PG Y H25 03

MV M5 01 A S N NPG NY H20

MVEE M6 02 P * D PG Y H25

MW F7 03 U 2PG

MVX F8 04 S RPG

MV6 F9 BD

E10 07 BU

E11 BS

E12

H13

H14

Media Area Description

S Standard

* Customized

Fully Potted Description

NY No fully potted

Y Fully potted

Frame Color Description

03 Grey

Frame Code Dims. (mm)

01 287x592

02 492x592

03 592x592

04 402x592

07 492x492

Frame Description

A Plastic

P HT plastic (max. 120°C)
Header Description

H20 20 mm

H25 25 mm

Gasket Location Type

N No gasket -

D Down stream Half Round Endless PU gasket

U Up stream Half Round Endless PU gasket

S Both side Half Round Endless PU gasket

BD Down stream EPDM gasket

BU Up stream EPDM gasket

BS Both side EPDM gasket

Grid Location Description

NPG No grid -

PG Down stream 8 pcs on the cartridge

2PG Up stream 2 pcs on the outside cartridge

RPG Down stream 8 pcs on the cartridge

Note: All dimensions are in mm

V FILTER SERIES

MVX
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PRODUCT CODE DESCRIPTIONS

Type Width (mm) Height (mm) Depth (mm) Efficiency Frame Gasket Grid Media Area Handle

HFN 610 610 78 14 AP D 2G S NT

HFM * * ** 10 AP N NG S T

HFR 11 G D 1G * NT

HFN 12 S U 2G

HFP 13 P S

HFS 14 A BD

HFH 15 BU

HFX BS

HFU J

Handle Description

NT No handle

T Handle

 Type Pleat Depth (mm)

HFM 25

HFR 35

HFN 50

HFP 75

HFS 100

HFH 135

HFX 150

HFU Customized

Frame Description

AP Aluminium profile

G Galvanized

S Stainless steel

P MDF

A Aluminium sheet

Grid Location

NG No grid

1G Down stream

2G Both side

Media Area Description

S Standard

* Customized

Gasket Location Description

N No gasket -

D Down stream Half Round Endless PU gasket

U Up stream Half Round Endless PU gasket

S Both side Half Round Endless PU gasket

BD Down stream Neoprene or EPDM flat gasket

BU Up stream Neoprene or EPDM flat gasket

BS Both side Neoprene or EPDM flat gasket

J In channel
Gel gasket available on aluminium profiles

66, 73, 80, 88 and 104 mm

YJ Side channel
Side gel gasket available on aluminium

profiles 66, 73 and 88 mm

Note: All dimensions are in mm 
* Customized 
** 47, 55, 66, 70, 78, 90, 110 and 150 mm 
for Aluminium Profile

*** 90 mm Aluminium Profile has 65 mm pleat depth.
**** 110 mm Aluminium Profile has 90 mm pleat depth.

HEPA SERIES

****

***
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PRODUCT CODE DESCRIPTIONS

Type Width (mm) Height (mm) Depth (mm) Efficiency Frame Gasket Grid Media 
Area

Collar 
Qty

Collar 
Dia. Damper Handle

MHH 610 610 150 14 AP D 1G S B 250 D NT

* * 125 13 AP NG S B 150 N NT

150 14 A 1G * 2B 200 D 2T

* 15 G 3B 250 BFD

S 300

400

Media Area Description

S Standard

* Customized

Gasket Description

D Down stream

Damper Description

N No damper

D Damper

BFD Butterfly damper

Collar  Qty Description

B 1 Pc

2B 2 Pcs

3B 3 Pcs
Handle Description

NT No handle

2T Handle top side

Grid Location

NG No grid

1G Down stream

Frame Description

AP Aluminium Profile available for 125 and 150 mm

A Aluminium sheet

G Galvanized

S Stainless steel

Note 1: All dimensions are in mm
Note 2: Width≥295 Height≥295

HEPA HOOD SERIES
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PRODUCT CODE DESCRIPTIONS

Type Width (mm) Height (mm) Depth (mm) Cell Efficiency Frame Gasket Grid Media 
Area Handle Color

MVH 610 610 292 5/6 14 G D NG S NT 00

MVH * * * 3/4 6 G N NG S NT 00

MV 4/5 7 S D 1G * T 02

5/6 8 PK U 2G 2T

9 S

6/7 10 BD

11 BU

12 BS

13

14

MVH SERIES

Grid Location

NG No grid

1G Down stream

2G Both side

* Plastic frame is available for 305x610x292 and 610x610x292 mm

Media Area Description

S Standard

* Customized

Color Description

00 Galvanized or SS frame

02 Black

Frame Description

G Galvanized

MG HT max. 120°C

S Stainless steel

PK Plastic

Gasket Location Type

N No gasket -

D Down stream Half Round Endless PU gasket

U Up stream Half Round Endless PU gasket

S Both side Half Round Endless PU gasket

BD Down stream EPDM flat gasket

BU Up stream EPDM flat gasket

BS Both side EPDM flat gasket

Handle Description

NT No handle

T Handle on side

2T Handle on both side
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